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['% As an ENERGY STAR®
77" Partner, our company has
determined that this product meets
the ENERGY STAR® guidefines for

energy efficiency. ENERGY STAR® is after reading owner's manual, please call
aU-S. registered mark. TOLL FREE : 1-800-242-7158.

If you need additional assistance for set-up or operating

V“S /// Please read before using this equipment.




WARNING:

MOISTURE.

TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN OR

CAUTION

RISK OF ELECTRIC SHOCK

DO NOT OPEN

THIS SYMBOL INDICATES THAT DAN-
GEROUS VOLTAGE CONSTITUTING A
RISK OF ELECTRIC SHOCK IS PRESENT
WITHIN THIS UNIT.

CAUTION: TO REDUCE THE RISK OF ELECTRIC
SHOCK, DO NOT REMOVE COVER (OR BACK). NO
USER SERVICEABLE PARTS INSIDE. REFER
SERVICING TO QUALIFIED SERVICE PERSON-
NEL.

THIS SYMBOL INDICATES THAT
THERE ARE IMPORTANT OPERATING
AND MAINTENANCE INSTRUCTIONS
IN THE LITERATURE ACCOMPANYING
THE APPLIANCE.

The caution marking is located on the rear of the cabinet.

IMPORTANT SAFEGUARDS

1.Read instructions-All the safety and operating instruc-
tions should be read before the appliance is operated.

2.Retain Instructions-The safety and operating instructions
should be retained for future reference.

3.Heed Warnings-All warnings on the appliance and in the
operating instructions should be adhered to.

4.Follow Instructions-All operating and use instructions
should be followed.

5.Cleaning-Unplug this video product from the wall outlet

pliance and cart combination to overturn.

9.Ventilation-Slots and openings in the cabinet are provided

for ventilation and to ensure reliable operation of the video
product and to protect it from overheating, and these open-
ings must not be blocked or covered. The openings should
never be blocked by placing the video product on a bed,
sofa, rug, or other similar surface. This video product
should not be placed in a built-in installation such as a
bookcase or rack unless proper ventilation is provided or
the manufacturer’s instructions have been adhered to .

before cleaning. Do not use liquid cleaners or aecrosol  10.Power Sources-This video product should be operated

cleaners. Use a damp cloth for cleaning.

EXCEPTION : A product that is meant for uninterrupted
service and, that for some specific reason, such as the
possibility of the loss of an authorization code fora CATV
converter, is not intended to be unplugged by the user for

only from the type of power source indicated on the mark-
ing label. If you are not sure of the type of power supply
to your home, consult your appliance dealer or local power
company. For products intended to operate from battery
power, or other sources, refer to the operating instructions.

cleaning or any other purpose, may exclude the reference 11.Grounding or Polarization- This video product is

to unplugging the appliance in the cleaning description
otherwise required in item 5.
6.Attachments-Do not use attachments not recommended by
the video product manufacturer as they may cause hazards.
7.Water and Moisture-Do not use this video product near

water, for example, near a bath tub, wash bowl, kitchen
sink, or laundry tub, in a wet basement, or near a swimming

equipped with a polarized alternating-current line plug (a
plug having one blade wider than the other). This plug will
fit into the power outlet only one way. This is a safety
feature. If you are unable to insert the plug fully into the
outlet, try reversing the plug. If the plug should still fail to
fit, contact your electrician to replace your obsolete outlet.
Do not defeat the safety purpose of the polarized plug.

pool, and the like. 12.Power Cord Protection-Power supply cords should be

8.Accessories-Do not place this video product on an unstable
cart, stand, tripod, bracket, or table. The video product may
fall, causing serious injury to a child or adult, and serious
damage to the appliance. Use only with a cart, stand, tripod,

routed so that they are not likely to be walked on or pinched
by items placed upon or against them, paying particular
attention to cords at plugs, convenience receptacles, and
the point where they exit from the appliance.

bracket, or table recommended by the manufacturer, or 13.0utdoor Antenna Grounding-If an outside antenna or

sold with the video product. Any mounting of the appliance
should follow the manufacturer’s poaras.e cant warNiNG

instructions and should use a (Symbol provided by RETAC)
mounting  accessory  recom-
mended by the manufacturer. An
appliance and cart combination
should be moved with care. Quick
stops, excessive force, and un-
even surfaces may cause the ap-

S3125A

cable system is connected to the video product, be sure the
antenna or cable system is grounded so as to provide some
protection against voltage surges and built-up static
charges. Article 810 of the National Electrical Code,
ANSI/NFPA No. 70, provides information with regard to
proper grounding of the mast and supporting structure,
grounding of the lead-in wire to an antenna discharge unit,
size of grounding conductors, location of antenna-dis-
charge unit, connection to grounding electrodes, and re-
quirements for the grounding electrode. (Fig. A)
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FIGURE A

EXAMPLE OF ANTENNA GROUNDING AS PER
NATIONAL ELECTRICAL CODE

ELECTRIC
SERVICE

EQUIPMENT\

GROUND
CLAMP

NEC - NATIONAL ELECTRICAL CODE

S2898A

14.Lightning-For added protection for this video product
during a lightning storm, or when it is left unattended and
unused for long periods of time, unplug it from the wall
outlet and disconnect the antenna or cable system. This will
prevent damage to the video product due to lightning and
power-line surges.

15.Power Lines-An outside antenna system should not be
located in the vicinity of overhead power lines or other
electric light or power circuits, or where it can fall into such
power lines or circuits. When installing an outside antenna
system, extreme care should be taken to keep from touch-
ing such power lines or circuits as contact with them might
be fatal.

16.0verloading-Do not overload wall outlets and extension
cords as this can result in a risk of fire or electric shock.

17.0bject and Liquid Entry-Never push objects of any kind
into this video product through any openings as they may
touch dangerous voltage points or short-out parts that could
result in a fire or electric shock. Never spill liquid of any
kind on the video product.

18.Servicing-Do not attempt to service this video product
yourself as opening or removing covers may expose you
to dangerous voltage or other hazards. Refer all servicing
to qualified service personnel.

19.Damage Requiring Service-Unplug this video product
from the wall outlet and refer servicing to qualified service
personnel under the following conditions:

a. When the power-supply cord or plug is damaged.

b. If liquid has been spilled, or objects have fallen into the
video product.

c. If the video product has been exposed to rain or water.

ANTENNA
DISCHARGE UNIT
(NEC SECTION 810-20)

GROUNDING CONDUCTORS
(NEC SECTION 810-21)

GROUND CLAMPS

POWER SERVICE GROUNDING
=< | ECTRODE SYSTEM
(NEC ART 250, PART H)

d. If the video product does not operate normally by follow-
ing the operating instructions. Adjust only those controls
that are covered by the operating instructions as an im-
proper adjustment of other controls may result in damage
and will often require extensive work by a qualified tech-
nician to restore the video product to its normal operation.

e. If the video product has been dropped or damaged in any
way.

f. When the video product exhibits a distinct change in
performance-this indicates a need for service.

20.Replacement Parts-When replacement parts are required,
be sure the service technician has used replacement parts
specified by the manufacturer or have the same charac-
teristics as the original part. Unauthorized substitutions
may result in fire, electric shock or other hazards.

21.Safety Check-Upon completion of any service or repairs
to this video product, ask the service technician to perform
safety checks to determine that the video product is in
proper operating condition.

22.Heat-This video product should be situated away from

heat sources such as radiators, heat registers, stoves, or
other products (including amplifiers) that produce heat.
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PRECAUTIONS

LOCATION

For safe operation and optimum performance of your
VCR, keep the following in mind when selecting a place
for its installation:

® Shield it from direct sunlight and keep it away from
sources of intense heat.

® Avoid dusty or humid places.

® Avoid places with insufficient ventilation for proper
heat dissipation. Do not block the ventilation holes
on the sides of the VCR.

® Install unit in a horizontal position.
® Avoid locations subject to strong vibration.
® Do not place the VCR near strong magnetic fields.

® Avoid moving VCR to locations where temperature
differences are extreme.

® Do not place the VCR directly on top of the TV.

AVOID THE HAZARDS OF
ELECTRICAL SHOCK AND FIRE

® Do not handle the power cord with wet hands.

® Do not pull on the power cord when disconnecting it
from AC wall outlet. Grasp it by the plug.

o If, by accident, water is spilled on your VCR, unplug
the power cord immediately and take the unit to our
Authorized Service Center for servicing.

¢ Do not put your fingers or objects into the VCR cas-
sette holder.

® Do not place anything directly on top of the VCR.

WARNING

Moisture condensation may occur inside the unit when
it is moved from a cold place to a warm place, or after
heating a cold room or under conditions of high humid-

ity. Do not use the VCR at least for 2 hours until its inside
is dry.

FCC WARNING- This equipment may generate or use radio frequency energy. Changes or modifications
to this equipment may cause harmful interference unless the modifications are expressly approved in the
instruction manual. The user could lose the authority to operate this equipment if an unauthorized change
or modification is made.

IMPORTANT COPYRIGHT INFORMATION

Unauthorized recording or use of broadcast television programming, video tape, film or other copyrighted
material may violate applicable copyright laws. We assume no responsibility for the unauthorized duplication,
use, or other acts which infringe upon the rights of copyright owners.

ANOTE ABOUT RECYCLING

This product’s packaging materials are recyclable and can be reused. Please dispose of any materials in accord-
ance with your local recycling regulations.

Batteries should never be thrown away or incinerated but disposed of in accordance with your local regulations
concerning chemical wastes.

The serial number of this product may be found on the back of the VCR. No other VCR has the same serial number
as yours. You should record the number and other vital information here and retain this book as a permanent record
of your purchase to aid identification in case of theft. Serial numbers are not kept on file.

Date of Purchase

Dealer Purchase from
Dealer Address
Dealer Phone No.
Model No.

Serial No.
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FEATURES

o Rotary 4-head Record/Playback System— 4-heads ensure
excellent picture quality and special effects playback.

e Bilingual on-screen menu display selectable in English
or Spanish

o Infrared remote control

o Real time tape counter— This shows the elapsed recording or
playback time in hours, minutes, and seconds. (Does not work in
blank areas of the tape)

o 181 channel capability PLL frequency synthesizer tuner
with direct station call- (A converter may be necessary to
view scrambled cable channels.)

e Auto power on and off system— Automatically turns the
VCR when you insert the cassette, turns off after auto-rewind, and
ejects when the beginning of the tape is reached.

o Auto counter reset— (Automatically resets tape counter
"0:00:00" when a tape is inserted.)

o Auto rewind when the end of a tape is reached- (Does
not occur when using the timer recording).

o Direct Button Operation— When a tape is in the VCR and the
power is off, just press the PLAY, REW or F.FWD button on the
main unit and it will automatically turn on the VCR and perform the
desired function. (Does not occur when using the timer recording).

e 2 Step Picture Search Operation— You can view a video
program at a high speed or super high speed in either a forward or
reverse direction. (Super high speed is available in LP and SLP
mode only)

o Still- "Freeze" the picture at any time, for close viewing of a
particular scene.

o Digital Auto Tracking (DTR)~ Automatically adjusts the
tracking for each tape you play.

o Auto Repeat— Allows you to repeat the playing of a tape indefi-
nitely without pressing the PLAY button.

o Rental Play Mode— Improves playback picture quality of worn
tapes, such as rental tapes.

e Three different playback tape speeds : SP/LP/SLP

e Two different recording tape speeds : SP/SLP

e OTR (One Touch Recording)- Instant timed recording for
30 to 480 minutes is possible at the push of the REC/OTR button.

o 1 Year, 7 events (including Daily and Weekly Timer Re-
cording)~ The built-in timer allows you to record up to 7 programs
at different times on different channels up to 1 year in advance. The
daily timer allows recordings to be made of daily broadcasts from Mon-
day through Friday, and the weekly timer allows recording to be made
once a week up to the end of the tape.

o Auto Return— After timer recording is finished, the VCR can
return to the beginning of the recording automatically.

e Auto Head Cleaner— Automatically cleans video heads as you
insert or remove a cassette.

o Quick-Find— Lets you search and confirm the contents of the
recorded program(s) using the index mark.

o Auto Satellite Link— When the start time which you set comes
on and the VCR receives the signals using the audio/video input jacks
on the rear panel of the VCR from your satellite tuner, the VCR will
turn itself on, and record. Then when there is no signals for more than
2 seconds, the VCR stops and tumns itself off automatically.

o Time Search— Lets you set the VCR to advance the tape by
entering the desired playback time you want to skip.

o Index Search— Lets you index the start of a recording.

o Slow Motion— You can view the video program at a slower than
normal playback speed. Slow speed can be controlled by pressing
the F.FWD button (faster) or the REW button (slower).

o Timer Program Extension— Allows you to shift the time
schedule of a One Time Program for timer recording.

SUPPLIED ACCESSORIES

Coaxial Cable Remote Control Unit
g;:xm
PART NO.
(WPZ0102LG006/ 5750398/
WPZ0102BB001) PART NO. (N9381UD)

Batteries
(AAX2)

T

e If you need to replace these accessories, please refer to the PART NO. under the illustrations and call 1-800-

242-7158.

¢ Depending on your antenna system, you may need different types of Combiners (Mixer) or Separators (Splitter).

Contact your local electronics store for these items.

® We do not recommend the use of universal remote controls. Not all of the functions may be controlled

with a universal remote control.

If you decide to use a universal remote control with this unit, please be aware that the code number given
may not operate this unit. In this case, please call the manufacturer of the universal remote control.

-6-
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VIDEO CASSETTE TAPE INFORMATION

This VCR will operate with any cassette that has the YHS] mark. For best results, we recommend the use of
high-quality tapes. Do not use poor quality or damaged tapes.

PRECAUTIONS

® Avoid moisture. Moisture condensation may occur
on the tape if it is moved from a cold place to a warm
place or visa versa. Before using a tape with these
conditions, to avoid damage of the tape and your
VCR, wait until the tape has warmed to room tem-
perature and the moisture has evaporated.

® Avoid extreme heat, high humidity and magnetic
fields.

® Do not tamper with the cassette mechanism.
® Do not touch the tape with your fingers.

TWO DIFFERENT TAPE SPEEDS
Before recording, select the tape speed from : SP mode
(Standard Play) or SLP mode (Super Long Play).

The table below shows the maximum recording/play-
back time using T60, T120 or T160 tapes in each mode.

Tape Speed Recording/Playback Time
Type of tape, 160 T120 T160
SP mode 1hour | 2hours | 2-2/3 hours
SLP mode 3 hours | 6 hours | 8 hours

Note: You can play back a tape recorded in LP mode
(Long Play).

INSERTING A CASSETTE

Insert the cassette in the direction as shown. Push in
gently, but continuously, on the center-back of the cas-
sette until it is drawn into the VCR.

The VCR will automatically turn on.

toe———

CORRECT

REMOVING A CASSETTE

1) In the Stop mode, press the EJECT button on the re-
mote control or press the STOP/EJECT button on the
VCR. The cassette will be ejected.

2) Pull the cassette out of the cassette compartment.
3) Store the cassette in its case as shown.

'\

ERASE PREVENTION

You can prevent accidental
erasing of a recording by
breaking off the tab on the
back edge of the cassette.

If you decide to record on
the tape again, cover the
hole with plastic tape.
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OPERATING CONTROLS AND FUNCTIONS

NOTE:

e We do not recommend the use of universal remote controls. Not all of the functions may be controlled with a

universal remote control.

If you decide to use a universal remote control with this unit, please be aware that the code number given may
not operate this unit. In this case, please call the manufacturer of the universal remote control.

1. Cassette Compartment

2. EJECT button— Presstoremove the tape fromthe VCR.
STOP button— Press to stop the tape motion.
V¥ button- Press to enter digits when setting pro-
gram (For example: setting clock or timer program).
Press to select the setting modes from the on screen
menu. (only on the remote control)

—VCR FRONT PANEL— ! 23 4 o¢
> T
il [$92
- Rt S, -]
_679)/08 p=mzcc g\
28 25 78 9 10 112 13 14
3. REW button- Press to rewind the tape, or to view
—REMOTE CONTROL— the picture rapidly in reverse during the playback
mode. (Rewind Search)
r/’——ﬁ 8 <«q button—- Press to cancel a setting of timer pro-
POWER VORTV EJECT gram. Press to correct digits when setting program
7 © O @ 2 (For example: setting clock or timer program). Press
SHEED) to add or delete channel numbers during channel pre-
[® ) o set. (only on the remote control)
15 12 4. PLAY button— Press to begin playback
O® ® oy . utton ss to begin playback.
2 A button— Press to enter digits when setting pro-
ey EDM CONTER gram (For example: setting clock or timer program).
16 [ 21 Press to select the setting modes from the on screen
A RESET-L MEMORY A4
17 — 4 menu. (only on the remote control)
3 5 5. F.FWD button— Press to rapidly advance the tape, or
- 2 view the picture rapidly in forward during playback.
13 — 6 (Forward Search)
18 20 » button— When setting program (For example:
19 setting clock or timer program), press to determine
your selection and proceed to the next step you want
to input. Press to determine the setting modes from
the on screen menu. Press to add or delete channel
numbers during channel preset. (only on the remote
control)
6. PAUSE/STILL button— Press to temporarily stop
the tape during recording or to view a still picture

during playback.
Frame Advance function— Press to advance the
picture by one frame at a time during still mode.

POWER button— Press to turn VCR on and off.
Press to activate timer recording.

. VCR/TV button— Press to select TV or VCR mode.

VCR position: to view playback, to monitor video
recordings or watch TV using the VCR tuner.

TV position: to watch TV or to view one program
while recording another.
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Remote sensor window- Receives the infrared
signals from the remote control.

Indicators

POWER indicator- Indicates that the power is
turned on.

VCR/TV indicator- Indicates that the VCR is in the
VCR position.

TAPE IN indicator- Indicates that there is a tape in
the VCR.

TIMER indicator- Indicates that the timer recording
or OTR has been set.

REC indicator— Indicates that it is recording.
Flashes when a recording has been paused.

TAPE SPEED button— Press to choose the desired
recording speed : SP/SLP. (only on the VCR)

CHANNEL A or ¥ buttons— Press to select the de-
sired channels for viewing or recording.

Tracking function— Press to minimize video ‘noise’
(lines or dots on screen) during playback or slow
mode.

Press to stabilize the picture in the Still mode when
the picture begins to vibrate vertically.

RECORD button- Press for manual recording.

OTR button- Press to activate One Touch Record-
ing. (only on the VCR)

AUTO RETURN button— Rewinds to the beginning
of the timer recording.

NUMBER buttons— Press to select desired channels
for viewing or recording. To select channels from 1
to 9, first press "0" button then 1 to 9. (only on the
remote control)

+100 button- When selecting cable channels which
are higher than 99, press this button first, then press
the last two digits. (To select channel 125, first press
"+100" button then press "2" and "5"). (only on the
remote control)

MENU button— Press to display the menu on the TV
screen. Press to exit the menu on the TV screen. (only
on the remote control)

17.

18.

19

.

20.

21.

22.

23.

24.

25.

26.

27.

28.

29,

30.

-9.
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DISPLAY button- Press to display the counter or
the current channel number and the current time on
the TV screen. (only on the remote control)

SLOW button— Press to start slow motion playback.
The slow speed can be controlled by pressing the
F.FWD button (faster) or REW button (slower).
(only on the remote control)

QUICK-FIND button— Quick Find mode. For more infor-
mation, please read page 21. (only on the remote control)
SEARCH buttons

TIME SEARCH button—- Time Search mode. For
more information, please read page 21. (only on the
remote control)

INDEX SEARCH button— Index Search mode. For
more information, please read page 20. (only on the
remote control)

COUNTER MEMORY button— Press to set counter
memory on and off.(only on the remote control)

COUNTER RESET button- Press to reset counter
to 0:00:00. (only on the remote control)

EXIT button— Press to exit the menu on the TV
screen. (only on the remote control)

Power cord- Connect to a standard AC outlet
(120V/60Hz).

AUDIO OUT jack— Connect to the audio input jack
of your audio equipment or another VCR.

AUDIO IN jack- Connect to the audio output jack of
your audio equipment or another VCR.

ANT. IN terminal- Connect to an antenna, Cable
system or Satellite system.

VIDEO OUT jack— Connect to the video input jack
of your video camera or another VCR.

VIDEO IN jack- Connect to the video output jack of
your video camera or another VCR.

CH3/CH4 selector switch—- Use to select a video
output channel (3 or 4) for VCR playback.

ANT. OUT terminal- Connects to the antenna input
terminal on your TV.
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PREPARATION FOR USE

ANTENNA/CABLE CONNECTIONS

For some of the most common types of connections, please follow the drawings below. Use only one connection.
For any further complex connections, please contact your local dealer or other qualified persons. (You may need
additional accessories which are not supplied).

1 Disconnect the antenna or cable from your TV. 2 Connect the antenna or cable to the ANT.IN
(Top jack) of your VCR.
3 Connect one end of the coaxial cable (sup- 4 Connect the other end of the coaxial cable
plied) to the ANT.OUT (Bottom jack) of your (supplied) to the UHF/VHF antenna jack of your
VCR. TV.

| Fig.1: Indoor Antenna

[Back of the
» t UHF/VHF combination TV]
[ ?ngtosfua';\p;:gfl [Back of the VCRI (New Style)
To VCR's ANT.IN
(Top Jack)
g
T O UHFIVHF
Matching transformer pr—— Q/ Coaxial cable
(not supplied) )
(supplied) [Back of the
UHF/VHF separated
— so n -E (Old S’:yle) ™
OR — UHF/VHF separator
(not supplied) @
To VCR's ANT.OUT VHE —qowr
(Bottom Jack) o
Coaxial cable b o'
(supplied)

You can record one channel while viewing another. The same goes for Automatic Timer Recording and One Touch
Recording. For details, please refer to "Recording” on page 22.

Note: The connection of an indoor antenna with a VCR may not always give acceptable TV reception.

| Fig.2: VHF/UHF Combination Antenna or Cable from the Cable Company I
[Back of the
UHF/VHF combination TV]
[Cable  [yHE/UHF combination antenna]  [Back of the VCR] (New Style)

company] i
(not supplied) To VCR's ANT.IN
$ (Top Jack)

Matching transformer

(not supplied) Coaxial cable

(supplied) [Back of the
UHF/VHF separated TV]
(Old Style)
UHF/VHF separator
e ) (not supplied) @
OR | To VCR's ANT.OUT VHF )4l
D (Bottom Jack) o

Coaxial cable UHF o

(supplied)

You can record one channel while viewing another. The same goes for Automatic Timer Recording and One Touch
Recording. For details, please refer to "Recording” on page 22.

Continued on the next page.

-10- EN
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| Fig.3: VHF/UHF Separate Antenna

[Back of the
Egg':sig:;::g)a] UHF/VHF combination TV]
[Back of the VCR] (New Style)
|To VCR's ANT.IN
[VHF antenna} Ve (Top Jack)
(not suppl) —‘T' © UHFNVHF
= Coaxial cable
(supplied) [Back of the
OR UHF/VHF separated TV]
=il Old Style
—{=l UHF/VHF separator
(not supplied)
To VCR's ANT.OUT vHH
(Bottom Jack
) Coaxial cable UHF
(supplied)

You can record one channel while viewing another. The same goes for Automatic Timer Recording and One Touch
Recording. For details, please refer to "Recording” on page 22.

| Fig.4: Cable Box and Satellite Box ]
[Back of the
UHF/VHF combination TV]
[Cable Box or Sateliite Box] [Back of the VCR] (New Style
g —_—
N (”°l: supplied) To VCR's ANT.IN
R ouT dack 7 (Top Jack)
© UHFVHF
Coaxial cable
(supplied) [Back of the
OR UHF/VHF separated TV]
(Old Style)
UHF/VHF separator
(not supplied) @
To VCR's ANT.OUT VHF] gVHF
(Bottom Jack) o
Coaxial cable UHF oUHF
(supplied) ¢

You can ONLY record and view the SAME channel when using this connection. There are no exceptions. The
same goes for Automatic Timer Recording and One Touch Recording.

Note: Channel memory programming is NOT needed when using this connection.

RECORDING HINTS

1) Be sure to check that the POWER and the VCR/TV indicators are both on.

2) Turn on the TV and Cable Box.

3) Set the channel to be recorded on the Cable Box.

4) Set the TV and VCR to channel 3 or 4.

5) Set the CH3/CH4 switch on the back of the VCR to match the channel set on the TV and VCR.

6) Press the RECORD button. For AUTOMATIC TIMER RECORDING, the VCR must stay on channel 3 or 4 at step
[9] on page 25.

Continued on the next page.
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Some customers with cable boxes may record one channel and view another, with either one of the connections below.

Satellite systems: Neither of these connections below will work. For satellite owner wishing to record one channel
and view another, please contact the manufacture of the satellite system.

Ei_g.S: I

From the Cable Company

[ 2way signal splitter ]
oéT NS (not supplied)

coaxial cable (not supplied)

[ Back of the Cable Box ]

oyr |

coaxial cable (not supplied) coaxial cable (not supplied)

[ Back of the VCR ]

coaxial cable (not supplied)

IFN:.@[5 KN| [ A/ B switch ] (not supplied)
ouT

coaxial cable (supplied)

On older TVs a matching
transformer may be —1 @

needed here. (not supplied) e

[ Back of the TV ]

You can record a scrambled channel while viewing an-
other.

RECORDING HINTS

1) Be sure to check that the POWER and the VCR/TV
indicators are both on.

2) Turn on the TV and Cable Box.

3) Set the channel to be recorded on the Cable Box.

4) Set the TV and VCR to channel 3 or 4.

5) Set the CH3/CH4 switch on the back of the VCR to
match the channel set on the TV and VCR.

6) Press the RECORD button. For AUTOMATIC
TIMER RECORDING, the VCR must stay on channel
3 or 4 at step [9] on page 25.

7) Set the A-B switch to the other side. For AUTO-
MATIC TIMER RECORDING, set the A-B switch

to the other side after step [12] on page 25.

8) Select the channel to be viewed on the TV.
Note: If you wish to view the VCR menu, what you are
recording or play a tape with this connection,
make sure the A-B switch is on the correct side.
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E’i&ﬁ: I

From the Cable Company
ANT
CH3 CH4 o
- [ Back of the VCR ]
)

coaxial cable (not supplied)

our N |[ Back of the Cable Box ]

coaxial cable (supplied)

On older TVs a matching transformer
may be needed here.
(not supplied)

Y

>
HERHE [ Back of the TV ]
Antenna Jack

This connection is good only if none of your channels
are scrambled. You can record one channel while view-
ing another. Scrambled channels cannot be recorded
with this connection.

RECORDING HINTS

1) Be sure to check that the POWER and the VCR/TV
indicators are both on.

2) Turn on the TV and Cable Box.

3) Set the channel to be recorded on the VCR.

4) Set the TV and Cable Box to channel 3 or 4.

5) Set the CH3/CH4 switch on the back of the VCR to
match the channel set on the TV.

6) To view ONE channel while recording ANOTHER,
the VCR/TV indicator must be off.

For AUTOMATIC TIMER RECORDING, the
VCR/TV indicator must be off after step [11] on page
25.

7) Set the channel to be viewed on the Cable Box.

Note: If you wish to view the VCR menu, what you are
recording or play a tape with this connection, the
VCR/TV indicator must be on and the Cable Box

channel must match the channel selected on the
back of the VCR. (CH 3 or 4)

Note to CATY system installer

This reminder is provided to call the CATV system
installer’s attention to Article 820-40 of the NEC that
provides guidelines for proper grounding and, in

particular, specifies that the cable ground shall be
connected to the grounding system of the building,

as close to the point of cable entry as practical.
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SETTING THE CH3/CH4 SWITCH

If your TV does not have A/V terminals:

When the VCR is in the Playback mode or when the
VCR is in the VCR position, your TV will receive sig-
nals from the VCR on either channel 3 or 4.

To use the VCR with your TV, set the selector switch to
CH3 or CH4 (which is located in the back of your VCR),
whichever is not used for normal broadcasts in your
area. Then set your TV to the same channel.

]
[Back of the VCR]

A/V TERMINALS
CONNECTING TO INPUT JACKS

When you copy a video tape, or watch a program re-
corded on an another source, use the audio/video input
jacks on the VCR.

USING THE REAR JACK:

Iﬂg.?: I

>
CH3 CH4
(m)

[Another:source]

To the audio

outputjack  [Back of the VCR]

Audio/Video
cables UT |
(not supplied) ‘

efc.

To the video output jack

USING THE FRONT JACK:

You can use the audio and video input jacks on the front
panel of the VCR instead of using the jacks on the back.

INPUT SELECT OF FRONT OR REAR

To use the audio/video input jacks, select the "L1" or

"L2" position.

1) Be sure to check that the POWER and the VCR/TV
indicators are both on.

2) Turn on the TV and set the TV to channel 3 or 4. Now
set the CH3/CH4 switch on the back of the VCR to
match the channel selected on the TV.

-13-

3) Connect the audio/video cables to the audio/video
input jacks on the back of the VCR. Now connect the
other end of the cables to the audio/video output jacks
on the source.

4) :

e If you use the audio and video input jacks on the

back of the unit, press 0, 0, 1 on the remote control
to select the "L1" position.

o If you use the audio and video input jacks on the
front of the unit, press 0, 0, 2 on the remote control
to select the "L2" position.

You may also select the "L1" or "L2" setting by
pressing the CHANNEL A or ¥ button.

Note: "L1" or "L2" is found before the lowest memo-

rized channel. (Example: CH2)

CONNECTING TO OUTPUT JACKS

If your TV has A/V input jacks,
You may connect your VCR’s AUDIO/VIDEO OUTPUT
jacks to the audio/video input jacks on back of your TV.

Direct audio/video connections usually result in a better
picture and sound quality for tape playback. Please see
your TV’s owner’s manual for A/V input connections.

| Fig.8: |
[Back of the VCR]
AUDIO
© ©

Audio/Video "Y" adapter cord
(not supplied)

out I.N
© ©
> VIDEO

[AN television]

L]

INSTALLING THE BATTERIES

1) Open the battery compartment cover by pressing the
cover on the remote unit in the direction of the arrow.

2) Insert 2 "AA" penlight batteries into the battery com-
partment in the direction indicated by the polarity
(+/-) markings.

3) Replace the cover.

° o|®

b
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SET UP FOR USE

You can program the tuner to scan only the channels you
receive in your area. You must use the remote control
for this procedure.

NOTES:

e Channel memory programming is NOT
needed when connected to a cable box or satel-
lite box as in Fig 4 on page 11 or Fig 5 on
pagel2. In this case with your remote, select the
VCR to channel 3 or 4 the same channel as lo-
cated on the back of VCR (CH3 or CH4). Then
the channel you wish to record or view may be
selected on the cable box or satellite box.

e Follow the steps below once. Repeat it only if
there is a power failure or if the VCR is unplugged
for more than 30 seconds. (In these cases, the pro-
grammed channels are erased.)

e You must follow the steps below before attempt-
ing to play or record a video tape. If you want to
play or record a video tape BEFORE program-
ming the tuner, you can cancel it by pressing the
RESET/EXIT button. To program the tuner again,
see "CHANNEL SET UP AGAIN" on page 16.

CHANNEL SET UP (Automatic)

1 Plug in the VCR power cord

Plug the VCR power cord into a stand-
ard AC outlet.

Remember: If your cable box or satellite box is con-
nected as in Fig 4 on page 11 or Fig 5 on
page 12, you DO NOT have to set up the
channels. Just select the TV and VCR to
channel 3 or 4 and also have the
CH3/CH4 switch on the back of the VCR
to match the channel you selected (CH 3
or CH 4). Now select the Box to the chan-
nel you wish to view or record.

>
CH3__CHe

[Back of
the VCR]

2 Select channel 3 or 4 on the TV

Turn on the TV and set the TV to channel 3
or 4. Now set the CH3/CH4 switch on the
back of the VCR to match the channel se-
lected on the TV.

3 Turn onthe VCR

Press the POWER button to turn on the VCR. Both the
POWER indicator and the VCR/TV indicator on the
VCR come on.

-14 -

o Use the remote control for this procedure. g

4 Select "ENGLISH" or “ESPANOL"
Select "ENGLISH" or

"ESPANOL "=Spanish by using
the PLAY/A or STOP/V button.

Then, press the EFWD/» but-
ton.

LANGUAGE SELECT

— ENGLISH  [ON)
ESPANOL

Note: This function effects only the language on the
screen menu and not the audio source.

5 Begin channel preset

CH 01

Press the EFWD/ button once. \Nlv
The tuner scans and memorizes "'}”"E"'“Q" -

all active channels in your area.

e The VCR distinguishes between standard TV chan-
nels and cable channels.

6 After scanning

The tuner stops on the lowest
memorized channel. The TV
screen returns to TV mode.

CHO1

e If "TUNER SET UP" appears on the TV screen
again, check the cable connections. Press the
F.FWD/ button once again and the VCR will begin
preset again.

TO SELECT A DESIRED CHANNEL

You can select the desired channel by using the CHAN-
NEL A or ¥ button or directly pressing the number but-
tons on the remote control.

Note for using the number buttons:

® When selecting cable channels which are higher than
99, press the +100 button first, then press the last two
digits. (Example: to select channel 125, first press the
+100 button then press "2" and "5").

e You must precede single-digit channel numbers with
a zero (For example: 02, 03, 04 and so on).
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CLOCK SET UP

Set the clock accurately for proper automatic timer re-
cording. We suggest that you use a TV or radio station
as your time source.

In the example below, the clock is to be set to:
DATE March 1st, 1999
SETTING TIME 5:40PM

o Use the remote control for this procedure.

® When the VCR is in the Menu mode, the following
buttons only work (PLAY/A, FFWD/M», REW/«,
STOP/V, RESET/EXIT, POWER and MENU).

® Be sure to check that the POWER and the VCR/TV
indicators are both on.

e Turn on the TV and set the TV to channel
3 or 4. Now set the CH3/CH4 switch on
the back of the VCR to match the channel
selected on the TV.

«—>
CH3__CH4

[Back of
the VCR]

1 Select "SETTING CLOCK"

Press the MENU button. The
SETTING CLOCK menu ap-
pears.

SETTING CLOCK

M?NTH DAY YEAR

s

EI
HJJ}MINUTE AMPM

o The number buttons on the remote control do not
work in this Menu mode.

e When you press the FFWD/# button during steps
[2] to [6], you may move to the next step.

® Press the REW/«q button to go back one step from
the current step during steps [3] to [7].

2 Select the month

Press the PLAY/A or STOP/V
button until the desired month
appears.

(Example: March — 03)

Then, press the EFWD/» but-
ton.

SETTING CLOCK

NTH DAY YEAR
- 03 .- —

HJJ}MKNUTE AM/PM

3 Sselect the day

Press the PLAY/A or STOP/V
button until the desired day ap-
pears.

(Example: 1st — 01)

Then, press the EFWD/ but-
ton.

SETTING CLOCK

MONTH DAY

YEAR
03 min01 m
HOUR !P!J

_15-

4 Select the year

Press the PLAY/A or STOP/V
button until the desired year ap-
pears. (Example: 1999)

Then, press the EFWD/» button.

SETTING CLOCK

MONTH DAY
03 / 01
HOUR MINUTE

5 select the hour

Press the PLAY/A or STOP/V
button until the desired hour ap-
pears. (Example: 05)

Then, press the EFWD/# button.

SETTING CLOCK

MONTH DAY YEAR
03 / 01 MON1899

R MINUTE AM/PM
v
-5 W —— -

2N

6 Select the minute

(T semcoook )
Press the PLAY/A or STOP/V MONTHDAY ~ VEAR
button until the desired minute AR
appears. (Example: 40) IEYOCHEES
I
Then, press the EFWD# button.
SETTING CLOCK
7 Select "AM" or "PM" womony ocym
Press the PLAY/A or STOP/V 03 / 01 MON1999
button to point to "AM" or "PM". rosmmwre Ao,
(Example: PM) ' 7w
———

8 Start the clock
Press the RESET/EXIT or EFWD/# button.

Although seconds are not displayed, they begin count-

ing from 00 when you press the RESET/EXIT or

FFWD/M button. Use this feature to synchronize the

clock with the correct time.

® When unplugging the AC-cord or if there is a power
failure for more than 30 seconds, you may have to
reset the clock.

o If the display shows an abnormal reading or no read-
ing, unplug the power cord for more than 30 seconds.
Then plug it back in and reset clock.

TO CHANGE CLOCK SETTING

1) Press the MENU button until the INITIALIZE menu
appears.

2) Press the PLAY/A or
STOP/V button to point to
"SETTING CLOCK". Then,
press the FFWD/ button.

3) Follow steps [2] to [8].

INITIALIZE

CHANNEL SET UP
— SETTING CLOCK
LANGUAGE SELECT
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TO DELETE OR ADD CHANNELS

The channels you no longer receive or seldom watch can
be deleted from the memory. (Of course, you can later
add the deleted channel into the memory again.)

® Use the remote control for this procedure.

e Be sure to check that the POWER and the VCR/TV
indicators are both on.

@ Turn on the TV and set the TV to channel 3 or
4. Now set the CH3/CH4 switch on the

back of the VCR to match the channel se-
lected on the TV.

«—>
CH3__CH4

[Back of
the VCR]

1T select "INITIALIZE"

Press the MENU button until the
INITIALIZE menu appears.

INITIALIZE
— CHANNEL SET UP
SETTING CLOCK
LANGUAGE SELECT

2 Select "CHANNEL SET UP"

Confirm "CHANNEL SET UP" is pointed to, then press
the EFWD/» button.

3 Select "ADD/DELETE CH"

Press the PLAY/A or STOP/V but-
tonto pointto "ADD/DELETE CH".

Then, press the EFWD/ button.

CHANNEL SET UP

AUTO TUNING
— ADD/DELETE CH

4 Enter the desired channel number

Press the number buttons or the
PLAY/A or STOP/V button until
your desired channel number ap-
pears. (Example: CH(02)

5 Delete it from memory
Press the FFWD/® or REW/« button so that "DE-
LETE" flashes on the TV screen.
® To delete another channel, repeat steps [4] and [5].

® If you press the FFWD/M or REW/«d button again,
the channel is memorized again.

WE.L BwgH % A:D ELETE CH
@ ) o2 (v
- DELETED - - MEMORIZED -

6 Exit the preset mode
Press the RESET/EXIT button to return to TV mode.
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NOTE: To confirm that channel(s) has been deleted or
added, press the CHANNEL A or ¥ button.

CHANNEL SET UP AGAIN

Remember: If your cable box or satellite box is con-
nected as in Fig 4 on page 11 or Fig 5 on
page 12, you DO NOT have to set up the
channels. Just select the TV and VCR to
channel 3 or 4 and also have the
CH3/CH4 switch on the back of the VCR
to match the channel you selected (CH 3
or CH 4). Now select the Box to the chan-
nel you wish to view or record.

o Use the remote control for this procedure. g

1) Press the MENU button until the INITIALIZE menu

appears.

2) Confirm "CHANNEL SET UP" is pointed to, then
press the FFWD/# button.

3) Confirm "AUTO TUNING"
is pointed to, then press the
F.FWDM button. After scan-
ning, the tuner stops at the
lowest memorized channel.

e The VCR distinguishes between standard TV chan-
nels and cable channels.

CHANNEL SET UP

- AUTO TUNING

ADD/DELETE CH

SELECTING THE LANGUAGE

If you want to change the language on the TV screen,

follow the steps below:

Note: This function effects only the language on the

screen menu and not the audio source.

o Use the remote control for this procedure.

1) Press the MENU button until the INITIALIZE menu
appears.

2) Pressthe PLAY/A or STOP/V button to point to "LAN-
GUAGE SELECT". Then, press the FFWD# button.

3) Select B "ENGLISH" or
"ESPANOL"= Spanish by us-
ing the PLAY/A or STOP/¥W
button.

4) Press the RESET/EXIT but-
ton to return to TV mode.

LANGUAGE SELECT

-» ENGLISH [OoN]
ESPANOL

NOTE: If for some reason the menu is in Spanish,
press the MENU button until "PARA INICIAR" menu
appears, press the PLAY/A button to point to "SELEC.
IDIOMA", press the EFWDM# button, press the PLAY/A
button to point to "ENGLISH", then press the RESET/EXTT
button.
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PLAYBACK

NORMAL PLAYBACK
® Be sure to check that the POWER and the VCR/TV

indicators are both on.

o Turn on the TV and set the TV to channel
3 or 4. Now set the CH3/CH4 switch on
the back of the VCR to match the channel
selected on the TV.

«—>
CH3__CHa

[Back of
the VCR]

1 Insert a prerecorded tape
Counter mode appears at 0:00:00 on the TV screen. If
the erase-protection tab has been removed, the VCR will
start playback automatically.

PLAY >

2 To begin playback
Press the PLAY button.

NOTE: If any menu is activated on the TV screen, the
PLAY button on the remote control does not
function. Press the RESET/EXIT button to
clear the menu. Then, press the PLAY button.

If a tape is already in the VCR with power off

2A) Using button on the VCR
Just press the PLAY button on the VCR. Power will
automatically turn on and playback will start. (Direct
Button Operation)

2B) Using button on the remote control

Press the POWER button to turn on the VCR, and
then press the PLAY button on the remote control.

3 To stop playback
Press the STOP button.

17 -

PICTURE SEARCH

This feature is very useful in finding or skipping over a

particular scene on a tape. In this mode, the sound will

be muted.

1) You may view a video tape at a high speed in either
aforward or reverse direction by pressing the F.FWD
or REW button. (in the SP / LP / SLP modes)

2) Press it again and the VCR will now search in super
high speed. (in the LP / SLP modes only)

3) Press the PLAY button to return to normal speed.

STILL PICTURE

You can view a still picture on the TV screen during
playback (the Still mode). Press the PAUSE/STILL but-
ton during playback. Press the PLAY button to return to
playback.
® You can advance the picture by one frame at a time
by pressing the PAUSE/STILL button during the still
mode.
e If it is left in the Still mode for more than five min-
utes, the VCR will automatically switch to the Stop
mode.
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VERTICAL HOLD CONTROL

In the Pause/Still mode only, if the picture begins to vi-

brate vertically, stabilize the picture by pressing the

CHANNEL A or V¥ button.

NOTES:

o If the picture is distorted or rolling vertically, adjust
the vertical hold control on your TV, if equipped.

e Most newer TV’s do not have a user adjustable ver-
tical hold control.

TRACKING ADJUSTMENT

o Tracking adjustment will be set automatically (Digi-
tal Tracking function) when you start playback.
However when playing pre-recorded tapes or tapes
recorded on units other than your own, noise lines
(black and white streaks) may appear on the playback
picture. If this occurs, you can adjust the tracking
control manually by pressing the CHANNEL A or ¥
button on the VCR until the streaks disappear.

To return to the DTR function, stop the tape once and
start playback again.

® You can reduce the noise lines by pressing the
CHANNEL A or ¥ button in slow mode, too. Slow
tracking adjustment will not be set automatically.

NOTE: In Still mode, press the SLOW button and
press the CHANNEL A or ¥ button until the
streaks disappear. To return to Still mode,
press the PAUSE/STILL button again.

SLOW MOTION

Press the SLOW button to reduce the playback speed.

The VCR mutes the sound during slow motion. You can

control the speed by pressing the EFWD button (faster)

or REW button (slower).

Press the PLAY button to return to normal playback.

NOTE: If it is left in the Slow mode for more than five
minutes, the VCR will automatically switch to
the Stop mode.
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COUNTER MEMORY

Use this feature to memorize the beginning point that

you want to return to. And you can search it easily by

rewinding or fast forwarding.

e Use the remote control for this procedure. g

® Be sure to check that the POWER and the VCR/TV
indicators are both on.

e Turn on the TV and set the TV to channel ‘_t‘m
3 or 4. Now set the CH3/CH4 switch on
the back of the VCR to match the channel Eﬁai}( (?Ff( ,

e

selected on the TV.

o This feature only works with a prerecorded tape.

1 Stop tape at your desired point

Insert a prerecorded tape. Rewind or fast forward the
tape to the beginning point at which you want to mark.

2 Reset the counter to 0:00:00

Press the COUNTER RESET button on the remote con-
trol. If necessary press the COUNTER RESET button
again to reset the counter to 0:00:00.

3 Select the Counter
Memory mode
Press the COUNTER MEMORY
button on the remote control until
"M" appears on the TV screen.

e The COUNTER MEMORY button does not function
if the Auto Repeat mode is set to [ON]. In this case,
set the Auto Repeat mode to [OFF].

4 Begin recording or playback
Press the RECORD or PLAY button.

Press the STOP button when recording or playback is
completed.

5 To activate the Counter Memory

Press the REW (or FFWD) button, the VCR will stop
automatically when the counter has returned to approxi-
mately 0:00:00.

NOTE: The displayed time will not change during
blank portions on the tape.

TO EXIT THE COUNTER MEMORY

Press the COUNTER MEMORY button on the remote
control so that "M" disappears from the TV screen.

On more information concerning the on screen display,
please refer to page 29.
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SPECIAL PLAYBACK

o Use the remote control for the following

procedure. &

e Be sure to check that the POWER and the VCR/TV
indicators are both on.

e Turn on the TV and set the TV to channel
3 or 4. Now set the CH3/CH4 switch on
the back of the VCR to match the channel
selected on the TV,

>
CHI__CH4

[Back of
the VCR]

AUTO REPEAT PLAYBACK

The VCR has the auto repeat function that allows you
to repeat a tape indefinitely without touching the PLAY
button.

Make sure to insert a prerecorded tape.

RENTAL PLAYBACK

This function enables you to improve the picture quality

when playing back worn cassettes such as rented tapes.

o Selecting ON or OFF must be done during play-
back.

1 Select "VCR SET UP"

Press the MENU button until the
VCR SET UP menu appears.

VCR SET UP
SATELLITE LINK
— AUTO REPEAT
RENTAL
AUTO RETURN

2 Select "AUTO REPEAT"

Press the PLAY/A or STOP/V button to point to
"AUTO REPEAT".

3 Begin Auto repeat playback

Press the EFWD/M button so that [ON] will appear next
to "AUTO REPEAT" on the TV screen.

When in Stop mode, Repeat playback mode will start
automatically.

If the on-screen menu still remains, press the RE-
SET/EXIT button to exit the menu.

® Once you select the Auto Repeat mode, it stays in
effect even after you turn off the VCR.

e The COUNTER MEMORY button does not function
if the Auto Repeat mode is set to [ON]. In this case,
set the Auto Repeat mode to [OFF].

¢ To stop playback, press the STOP button.

TO EXIT THE AUTO REPEAT MODE

Repeat steps [1] to [2], and press the EFWD/M® button.

[ON] will then disappear from the menu. Then, press the

RESET/EXIT button to return to TV mode.

Power failure: If there is a power failure for more than
30 seconds, Auto Repeat Playback will
go to off.
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T Insert rental tape into VCR
Begin playback.

VCR SET UP

2 Select "VCR SET UP" s
Press the MENU button until the | -~ crom
VCR SET UP menu appears.

3 Select "RENTAL"

Press the PLAY/A or STOP/V button to point to
"RENTAL".

4 Select "RENTAL" to [ON]

Press the EFWD/# button so that "RENTAL ON" ap-
pears.

® Once you select the Rental mode, it stays in effect
even after you turn off the VCR.

® To stop playback, press the STOP button.

TO EXIT THE RENTAL PLAY MODE

Repeat steps [1] to [3], and press the FFWD/# button

so that "RENTAL OFF" appears.

Power failure: If there is a power failure for more than
30 seconds, Rental Playback will go to
off.

EN
8H28



INDEX SEARCH

This feature provides a method of indexing a recording
starting point so that it can be easily returned to in either
fast forward or rewind mode.

® The index mark will be made automatically when the
REC button is pressed. It will also be marked at the
starting point of Timer recording, OTR, and record-
ing by Auto Satellite Link.
® The index mark will not be recorded if the
PAUSE/STILL button is pressed and released during
recording.
® The time gap between making the index marks on the
tape should be greater than 1 minute for SP recording
and 3 minutes for SLP recording.
Example: You are watching program number 4 and
want to fast forward to program number 7.
You must skip three programs.

CURRENT PLAYBACK PROGRAM

Beginning of tape ‘ End of tape
| Pro.1 ‘ Pro.2 I Pro.3 lP(o&l Pro.5 I Pro.6 I Pro.7 I
r4 3 2 1 1 2 3

INDEX MARK
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® You can choose the index search mode by pressing
the INDEX SEARCH button on the remote con-
trol. Then continue with step [3].

1 Select "SEARCH SELECT"

Press the MENU button until the
SEARCH SELECT menu ap-

pears.

SEARCH SELECT

QUICK-FIND
— INDEX SEARCH
TIME SEARCH

2 Select "INDEX SEARCH"

Press the PLAY/A or STOP/V button to point to "IN-
DEX SEARCH". Then, press the EFWD/M» button.

3 Enter your desired number

Press the PLAY/A or STOP/V
button until the number of pro-
grams that you want to skip ap-

pears.
(Example: "03" for 3 programs)

IN;‘%{ARCH

® The Index Search mode will be cancelled if the pro-
cedures are not activated in 30 seconds.

4 Begin Index Search

Press the REW or EFWD button. The VCR begins re-

winding or fast forwarding to the beginning of desired

program.

NOTE: Every time an index signal is skipped, the num-
ber in the program indicator decreases by one.

5 After Index Search

When the preset program is reached, the VCR will start
playback automatically.

® A video cassette must be inserted in the VCR for this
function to work.

® The number of Index Searches can be set up to 20.
® This function will not operate in the recording mode.

® When you want to cancel the Index Search while in
progress, press the STOP button.
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QUICK-FIND

This function enables you to search and confirm the con-
tents of the recorded program(s) using the index mark.

The VCR begins fast forwarding by selecting this func-
tion. When the VCR find the beginning of the pro-
gram(=the index mark), the VCR begins playback video
tape at high speed for 30 seconds. Then, return to fast
forwarding again to the beginning of next program. The
VCR repeats these operation to the tape end.

Concerning the index mark, please see "INDEX
SEARCH" section.
e Tape must be fully rewound.

® You can begin the Quick-Find by pressing the
QUICK-FIND button on the remote control. You
can also begin the Quick—Find by the following pro-
cedure.

1 Select "SEARCH SELECT"

Press the MENU button until the
SEARCH SELECT menu ap-
pears.

SEARCH SELECT

— QUICK-FIND
INDEX SEARCH
TIME SEARCH

2 Select "QUICK-FIND"

Confirm "QUICK-FIND" is pointed to, then press the
FFWDM button. The VCR begins the Quick—Find.

TO SKIP TO THE BEGINNING OF
NEXT PROGRAM

Press the QUICK-FIND button on the remote control.

TO VIEW AT NORMAL SPEED

Press the PLAY button. The Quick-Find is cancelled.
® A video cassette must be insert in the VCR for this
function to work.
o This function will not operate in the recording mode.
® When you want to cancel the Quick-Find while in
progress, press the STOP button.

® When the end of a tape is reached during the Quick-
Find, the tape will automatically rewind to the begin-
ning. After rewinding finishes, the VCR will eject the
tape and turn itself to off.
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TIME SEARCH

The Time Search function makes it possible to quickly

advance the tape to your desired position simply by en-

tering the exact amount of playback time you want to
skip.

Example: To watch a program after 2 hours and 50
minutes from the present position, in either
direction.

® You can choose the time search mode by pressing

the TIME SEARCH button on the remote control.
Then continue with step [3].

1 Select "SEARCH SELECT"

Press the MENU button until the
SEARCH SELECT menu ap-
pears.

SEARCH SELECT

QUICK~FIND
INDEX SEARCH
— TIME SEARCH

2 Select "“TIME SEARCH"

Press the PLAY/A or STOP/V button to point to "TIME
SEARCH". Then, press the EFWD/ button.

3 Enter your desired time

Press the PLAY/A or STOP/V
button until your desired time ap-
pears. ( "2:50" stands for 2 hours
50 minutes)

® The Time Search mode will be cancelled if the pro-
cedures are not activated in 30 seconds.

4 Begin Time Search

By pressing the REW or EFWD button, the VCR will
rewind or fast forward to the specified point.

The time counts down as the searching progresses.

5 After Time Search
Playback starts automatically when 0:00 is reached.

® A video cassette must be inserted in the VCR for this
function to work.

® Time Search can be set up to a maximum of 9 hours
59 minutes (9:59).

® This function will not operate in the recording mode.

® When you want to cancel the Time Search while in
progress, press the STOP button.
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RECORDING

o Please refer to the connection you are using,
through pages 10, 11, or 12 on "ANTENNA/CA-
BLE CONNECTIONS" before continuing.

® Be sure to check that the POWER and the VCR/TV
indicators are both on.

o Turn on the TV and setthe TV tochannel | «>

3 or 4. Now set the CH3/CH4 switch on C"""
the back of the VCR to match the channel Tgack of
selected on the TV. the VCR]

e Insert a cassette tape with its erase prevention tab in
place. (If necessary, rewind or fast forward the tape
to the point at which you want to begin recording.)

VIEWING AND RECORDING
THE SAME PROGRAM

1 Select the channel to be recorded

Press the number buttons on the CH 32
remote control or the CHAN-

NEL V¥ or A button.

NOTE: If you have a cable box or satellite box con-
nected to this VCR, please refer to "AN-
TENNA/CABLE CONNECTIONS" on pages
11 and 12 before proceeding to the next step.

)

2 Select the tape speed
Press the TAPE SPEED button

on the VCR to select the desired
tape speed (SP/SLP). &

REC

3 Begin recording
Press the RECORD button. The
REC indicator on the VCR

comes on.

SP
N——

NOTE: If any menu is activated on the TV screen, the
RECORD button on the remote control does not
function. Press the RESET/EXIT button to clear
the menu. Then, press the RECORD button.

4 Stop recording
Press the STOP button when recording is completed.
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SKIPPING UNWANTED
SCENES DURING RECORDING

Press the PAUSE/STILL button
to temporarily stop recording.
Press the PAUSE/STILL or RE-
CORD button to resume record-
ing.

NOTE: When the VCR is in the Pause mode, you may
view the pause time remaining with Bl marks
on the TV screen. Each B mark represents one
minute. After five minutes, the VCR will auto-
matically switch to the Stop mode to prevent
tape damage. When there is 1 minute remain-

ing, one I will flash.

RECORDING ONE PROGRAM

AND VIEWING ANOTHER

You can record one program while viewing another. To
start recording, follow steps [1] to [3] under "VIEWING
AND RECORDING THE SAME PROGRAM".

To select the channel you want to view at the TV, follow

the steps below.

NOTE: If you have a cable box or satellite box con-
nected to this VCR, please refer to "AN-
TENNA/CABLE CONNECTIONS' on pages
11 and 12 before proceeding to the next step.

4 Select the TV mode

Press the VCR/TV button so that the VCR/TYV indicator
on the VCR disappears.

5 Select the channel on the TV
Set the TV to the channel you want to watch.

TO MONITOR THE PROGRESS
OF YOUR RECORDING

1) Press the VCR/TV button so that the VCR/TV indi-
cator on the VCR comes on.

2) Tum on the TV and set the TV to channel
3 or 4. Now set the CH3/CH4 switch on
the back of the VCR to match the channel
selected on the TV.

>
CH3__ CH4

[Back of
the VCR]
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This function enables you to set the recording length
simply by pressing the REC/OTR button on the VCR.

e Please refer to the connection you are using,
through pages 10, 11, or 12 on ""ANTENNA/CA-
BLE CONNECTIONS" before continuing.

e You cannot use the remote control for this func-
tion.
® Be sure to check that the POWER and the VCR/TV

indicators are both on.
«—>
CH3__ CH4

e Turn on the TV and set the TV to channel

3 or 4. Now set the CH3/CH4 switch on
the back of the VCR to match the channel  [Back of
selected on the TV. the VCR]

® Insert a cassette tape with its erase prevention tab in
place. (If necessary, rewind or fast forward the tape
to the point at which you want to begin recording.)

PUSH(ES) | DISPLAY RECORDED
LENGTH
1 push (normal recording)
2 pushes 0:30 30 minutes
3 pushes 1:00 60 minutes
l l !
17 pushes 8:00 480 minutes
18 pushes (normal recording)

_23.

NOTE: If you have a cable box or satellite box con-
nected to this VCR, please refer to ""AN-
TENNA/CABLE CONNECTIONS' on pages
11 and 12 before proceeding to the next step.

1 Select the channel to be recorded

Press the number buttons on the remote control or the
CHANNEL V¥ or A button.

2 Select the tape speed

Press the TAPE SPEED button to select the desired tape
speed (SP/SLP).

OTR (1:30)

3 Begin OTR
Press the REC/OTR button on
the VCR as many times as
needed. The recording length
will be determined by the num-
ber of times you press the REC/OTR button.

Each additional push will increase the recording time by
30 minutes. It can be set for up to 8 hours.
® Recording starts immediately when the REC/OTR

button is pressed, whether you are watching the same
or a different channel.

e When the REC/OTR button is pressed 18 times, the
VCR retumns to the normal recording mode.

® To stop the OTR operation, press the STOP button
on the VCR or on the remote control.

® To show the remaining time, press the DISPLAY
button on the remote control so that "OTR" appears
on the TV screen. (It will show up momentarily then
disappear.)

® Recording stops when 0:00 is reached.

SP

® Please note that in the SLP mode maximum record-
ing time, assuming the tape is started at the begin-
ning, is 8 hours using T-160 (or 6 hours using T-120).

e The TV that is connected to your VCR may be turned
on or off during OTR.

e If the tape runs out before the end time, the VCR will
switch to the Stop mode immediately, eject the tape
and turn power off.
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TIMER RECORDING

AUTOMATIC TIMER RECORDING

You may set the VCR to start and end a recording while
you are away. You can set seven programs to record on
specific days, daily or weekly within a 1 year period.

In the example below, the timer is being set to record:

DATE: May 6th, 1999
SETTING TIME: from 7:30PM to 8:30PM
CHANNEL: CHI16

TAPE SPEED: SP

PROGRAM NO: No. 1

® Please refer to the connection you are using,
through pages 10, 11, or 12 on "ANTENNA/CA-
BLE CONNECTIONS'" before continuing.

e Use the remote control for this procedure.
® Be sure to check that the POWER and the VCR/TV
indicators are both on to program it.

® Turnonthe TV and setthe TV tochannel ["¢—
3 or 4. Now set the CH3/CH4 switch on °""4
the back of the VCR to match the channel “[ggcxof
selected on the TV. the VCR]

® Clock must be set to the correct time and date before
setting the timer.

® Insert a cassette tape with its erase prevention tab in
place. (If necessary, rewind or fast forward the tape
to the point at which you want to begin recording.)

Avoid overlap of programs ...

There is a case that a program will not be performed.
When programs overlap:

® The program with an earlier start time has priority.

® Once the earlier program finishes, the overlapping
programs will begin recording in sequence.

® The illustration below demonstrates the sequence of
recordings.

Recording Sequence

Program 1 : i
(10:00AM-11 :OOAMI !
Program 2 1 '
@ooamic:coaw) [N ; ;
Program 3 !

(9:30AM-12:00PM) ;

9:00AM 10:00AM 11:00AM 12:00PM
*Recording period is SHADED
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T Select "TIMER PRO- [ =" XWi¥,
GRAMMING" g 111 Ny
Press the MENU button so that REEHEeD
TIMER PROGRAMMING

menu appears.

NOTE: If you have not yet set the clock, "SETTING
CLOCK" appears. If so, follow the steps [2] to
[8] on page 15. Then, set the timer recording.

2 Select your desired program number (1~7)
Program number which is not set up flashes.

Press the PLAY/A or STOP/V
button until your desired pro-
gram number appears. (Exam-
ple: 1)

Then, press the EFWD/M» but-
ton.

FHOGRAMNUMB-‘,'-
DATE -~ N
START TIME —-:-= = -

REC SPEED --

3 Sselect once, daily or weekly recording
For once recording :
Confirm "ONCE" is pointed

to, then press the FFWD/»»>
button.

PROGRAM NUMBER 1

For daily recording : To record a TV program at the

same time on the same channel from Monday through
Friday.
Press the PLAY/A or
STOP/V button to point to
"DAILY", and then press the
F.FWD/M» button.

PROGRAM NUMBER 1
ONCE
— DALY
WEEKLY

For weekly recording : To record a TV program at the
same time on the same channel every week.
(Example: every Monday on ch 7 at 5:00PM)

Press the PLAY/A or
STOP/V button to point to
"WEEKLY", and then press
the FEFWD/ button.

PROGRAM NUMBER 1

DALY
— WEEKLY
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e When you press the FFWD/® button during steps
[4] to [10], you may move to the next step.

® Press the REW/«d button to go back one step from
the current step during steps [2] to [10].

4 Set the date when you want to start

First, press the PLAY/A or
STOP/V button until the desired
month appears.

(Example: "05" for May)

Then, press the EFWD/# button.

Next, press the PLAY/A or
STOP/'V¥ button until the desired day appears, and then
press the EFWD/M button. (Example: "06" for 6th)

ONE TIME PROGRAM
PROGRAM NUMBER @1

REC SPEED -~

5 set the start hour S
ONE TIME PROGRAM

Press the PLAY/A or STOP/V DRE™ VR
button until the desired hour ap- - -
pears. (Example: 07)

Then, press the EFWD/# button.

REC SPEED --

-

)
ONE TIME PROGRAM

6 Set the start minute
N, oy,
START TIME 07:3 Oss l‘\-

Press the PLAY/A or STOP/V
button until the desired minute Sl =7
AM

appears. (Example: 30) P
Then, press the EFWD# button,. “~—rn—

Next, press the PLAY/A or STOP/V button to point to
"AM" or "PM". (Example: PM) Then, press the
EFWD/M button.

7 Set the end hour JE—
ONE TIME PROGRAM

Press the PLAY/A or STOP/V PROGRAM NUMBER 1
button until the desired hour ap- St rua Bl r
pears. (Example: 08) RECSREE

REC SPEED --
Then, press the EFWD# button. | )

8 Set the end minute
Press the PLAY/A or STOP/V

N
ONE TIME PROGRAM
PROGRAM NUMBER 1
DATE

05/06 T
START TIME 07:30 Y4
END TIME 0

button until the desired minute BN IIE 0813 0w
REC SPEED --

appears. (Example: 30) Then, Y

press the EFWD/» button. N )

Next, press the PLAY/A or STOP/V button to point to
"AM" or "PM". (Example: PM) Then, press the
EFWD/M button.

_25-

9 Set the channel number

Press the PLAY/A or STOP/V
button until the desired channel END iMBN0B g0 P
number appears. (Example: 16) ROTERN

Then, press the EFWD/ button.
e Remember refer to "ANTENNA/CABLE CON-

NECTIONS" on pages 11 and 12 if you have a cable
box or satellite box before setting the channel number.

ONE TIME PROGRAM

PROGRAM NUMBER 1
DATE 05/06 THU
STARTTIME 07:30 PM

ONE TIME PROGRAM

PROGRAM NUMBER 1

DATE 05/06 THU
START TIME 07:30 PM
130 PM

10 Set the tape speed

Press the PLAY/A or STOP/V
button until the desired tape

END TIME
CHANNEL %
REC SPEBSK_SP_we

speed appears. (Example: SP) P

11 Finish setting the program

Press the EFWD/M button. Program 1 is now com-
pleted.

o To set another program, repeat steps [2] to [11].

® Press the RESET/EXIT button to return to original
mode.

12 Set the timer

Press the POWER button to turn off. The TIMER indi-
cator on the VCR comes on.

® Please see "HINTS FOR TIMER RECORDING" on
page 25 for more information.

HINTS FOR TIMER

RECORDING

o If there is a power failure or the VCR is unplugged
for more than 30 seconds, the clock setting and all
timer settings will be lost.

e If the tape runs out before the end time, the VCR will
switch to the Stop mode immediately, eject the tape
and the VCR power will be turned off. The TIMER
indicator will flash.

o If a tape is not in the VCR or does not have the erase-
protection tab, the TIMER indicator flashes and
timer recording cannot be performed. Please insert a
recordable tape.

® The TV that is connected to your VCR may be turned
ON or OFF when the VCR is in the timer-record
mode.
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TIMER PROGRAM EXTENSION

To shift the time schedule of a One Time Program.
1) Turn the power on. Then, press the MENU button.
2) Select the program number which you want to shift for-

ward using the PLAY/A or STOP/V button. The de-
tails of the selected program appears on the TV screen.

3) Press the RECORD button on the remote control
when a program number is blinking.

Each additional push will shift forward the start/end
time for recording by 10 minutes. It can be shift for-
ward for up to 24 hours.

When the recording is already in progress, each addi-
tional push will shift forward the end time for recording
by 10 minutes. It can shift forward up to 23:50 from the
start time. In this case, the recording speed will auto-
matically be set to SLP mode.

If you want to cancel while the setting, press the
PAUSE/STILL button on the remote control. The re-
cording time returns to the original time.

4) Press the RESET/EXIT button to exit the setting
menu.
NOTES:

® You can shift the time schedule of a One Time Pro-
gram only.

® When you press the PAUSE/STILL button to cancel
the setting while the recording is already in progress,
the recording speed will stay in SLP mode.

TO CORRECT AN AUTOMATIC TIMER
PROGRAM

1) Turn the power on.

2) Repeat steps [1] to [3] on page 24.

3) Go to the digit you want to change by using the
F.FWD/M button or REW/« button.

4) Enter correct numbers by using the PLAY/A or
STOP/V button.

5) Press the RESET/EXIT button to return to original
mode.

6) Press the POWER button to return to timer stand-by
mode.

TO STOP A STARTED AUTOMATIC
TIMER PROGRAM

Press the STOP/EJECT button on the VCR.

NOTE: The STOP button on the remote control will
not function in Automatic Timer Recording
mode.
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TO CANCEL OR CHECK THE
START/END TIME

1) Turn the power on. Then, press the MENU button.
2) Select the program number which you want to check

using the PLAY/A or STOP/V button. The details
of the selected program appears on the TV screen.

You may cancel the entire program by pressing the
REW/<«q button.

3) Press the RESET/EXIT button to return to original
mode.

AUTO RETURN

When all the timer recordings are completed (the
TIMER indicator on the VCR flashes), the VCR will
rewind to the beginning of the first recorded program(s)
automatically.
MANUAL OPERATION
Press the AUTO RETURN button on the VCR first
when all the timer recordings are completed. The VCR
will automatically turn on and rewind the tape.
® If you press any tape function button before pressing
the AUTO RETURN button, auto return will not
function.
AUTOMATICALLY OPERATION (from the menu)
1) Press the POWER button to turn on the VCR.

2) Press the MENU button repeatedly so that the VCR
SET UP menu appears.

3) Press the PLAY/A or STOP/V¥ button to point to
"AUTO RETURN".

4) Press the FFWD/ button so
that [AUTO] appears next to
"AUTO RETURN".

To cancel the auto return pro-
gramming, press the FFWD/»»>
button so that [AUTO] disappears from the menu.

5) Press the RESET/EXIT button to return to original
mode.

NOTE: If there are any remaining programs for Once,
Daily and Weekly, or an Auto Satellite Link recording,
this function will not activate.

If you program multiple timer recordings and you want
to activate the auto return when only some of those are
finished, press the POWER button to turn on the VCR
then press the AUTO RETURN button. The VCR will
rewind to the beginning of those programs.

WATCH THE RECORDED PROGRAM

Press the POWER button to turn on the VCR. Then,
press the PLAY button.

VCR SET UP
SATELLITE LINK
AUTO REPEAT

RENTAL
- AUTO RETURN

[AUTO]
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AUTO SATELLITE LINK

USING A SATELLITE
TUNER(not supplied)

When the VCR receives the signals using the
audio/video input jacks on the rear panel of the VCR
from your satellite tuner, the VCR will turn itself on, and
record. Then when there is no signals, the VCR stops
and turns itself off automatically. If your satellite tuner
has the EPG (Electronic Program Guide), you can set a
timer program using it. For details, please see your sat-
ellite tuner’s owner’s manual. Also, you need to follow
the steps below for the VCR.

e Connect the audio/video input jacks on the rear
panel of the VCR to the audio/video output jacks on
the satellite tuner.

e Press the TAPE SPEED button on the VCR to select
the desired tape speed (SP/SLP).

e Clock must be set to the correct time and date before
setting the timer.

e Insert a cassette tape with its erase prevention tab in
place. (If necessary, rewind or fast forward the tape
to the point at which you want to begin recording.)

Note for viewing/recording a program using your
satellite tuner:

o If a broadcasting program has copy guard protection,
you may not record clearly.

® When you record a program using the Auto Satellite
Link feature, the beginning(a few seconds) of a pro-
gram may be not recorded.

3 Select "SATELLITE LINK"

Confirm "SATELLITE LINK" is
pointed to.

Then, press the EFWD/» but-
ton. The current time appears
next to "SATELLITE LINK" on
the TV screen.

e If you set the VCR to the stand-by mode of Auto
Satellite Link, immediately press the FFWD/# but-
ton again, then go to step 6.

o If you view the satellite tuner’s program until the start
time for an Auto Satellite Link, continue with step 4.

e If you have not yet set the clock, "SETTING
CLOCK" appears. If so, follow the steps [2] to [8] on
page 15. Then, set the timer recording.

VCR SETUP

SATELLITE LINK we 12.08AM
= AUTO REPEAT 7%5

RENTAL
AUTO RETURN

4 Set the start hour

Press the PLAY/A or STOP/V
button until the desired hour
(AM or PM) appears.

(Example : 05, PM)

Then, press the EFWD/M# button.

VCR SET UP
— SATELLITE LINK: PM
AUTQ REPEAT 7

RENTAL
AUTO RETURN

5 Set the start minute

Press the PLAY/A or STOP/V
button until the desired minute
appears. (Example : 30)

VCR SET UP

SATELLITE LINK
AUTO REPEAT

L
AUTO RETURN

NOTE: Press the REW/« button to go back one step
from the current step.

1 Set the program to be recorded on the satellite
tuner.

Please see your satellite tuner’s owner’s manual.

2 Select "VCR SET UP"

Press the MENU button until the
VCR SET UP menu appears.

VCR SET UP

—  SATELLITE LINK
AUTO REPEAT

RENTAL
AUTO RETURN

-27-

6 Finish setting the program
Press the EFFWD/» button.
After a few seconds, the VCR turns off and the TIMER
indicator on the VCR will come on.

e To exit a stand-by mode of the Auto Satellite Link,
press the POWER button to turn on the VCR. In this
case, the Auto Satellite Link setting will be cancelled
automatically.

® When stopping a recording of the Auto Satellite Link
while in progress, press the STOP/EJECT button on
the VCR. In this case, the Auto Satellite Link setting
will be cancelled automatically.

® There is a chance that a recording will not be performed
correctly when another timer recording overlaps. If the
start time for an Auto Satellite Link comes up during a
timer recording, the timer recording has priority.
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COPYING A VIDEO TAPE

You can make copies of video tapes made by friends or relatives for your enjoyment.
Warning:Unauthorized recordings of copyrighted video tapes may be an infringement of copyright laws.
Connect the editing (recording) VCR(this unit), source (playing) VCR(another VCR) and your TV using the

following diagram.
NOTE:

® You can use the audio and video input jacks on the front panel of the editing (recording) VCR instead of using

the jacks on the back.

L_F_ig.g:

(this unit)

[Editing (Recording) VCR]

[TV set]

~

(Use for monitoring)

Audio/Video cables
(not supplied)

L\

@®ouT @ ouT
IN IN

[ ]

©
Antenna input jack

AUDIO VIDEO i

-

[Source (Playing) VCR <Monaural>]
(another VCR)

Coaxial cable (supplied)

1) Insert a pre-recorded video cassette into the source
(playing) VCR.

2) Insert a blank video cassette, or one you want to re-
cord over, into the editing (recording) VCR cassette
compartment.

3) Press the TAPE SPEED button on the editing (re-
cording) VCR to select the desired recording speed
(SP/SLP).

4) Select the "L1" or "L2" position on the editing (re-
cording) VCR. See page 13, under "Connecting to
input jacks".

5) Press the REC button on the editing (recording)
VCR.

6) Begin playback of the tape in the source (playing)
VCR.

® For best results during dubbing, use the VCR’s front
panel controls whenever possible. The remote con-
trol might affect the playback VCR’s operation.

-28-

® Always use video-quality shielded cables with RCA-
type connectors. Standard audio cables are not rec-
ommended.

® You can use a video disc player, satellite receiver, or
other audio/video component with A/V outputs in
place of the playback VCR.

¢ If video or color fades in and out, you may be copying
a copy guarded video tape.

TO MONITOR THE RECORDING

1) Turn onthe TV and set the TV to channel
3 or 4. Now set the CH3/CH4 switch on
the back of the VCR to match the channel
selected on the TV.

2) Press the VCR/TV button on the editing (recording)
VCR so that the VCR/TV indicator on the VCR

comes on.

«—
CH3__CH4

[Back of
the VCR]
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ON SCREEN DISPLAY

NOTE: VCR power and the VCR/TV indicator must be turned on.

® To check the Count, Clock and Channel number, press the DISPLAY button on the remote control.
Each time you press the DISPLAY button, TV screen will change as shown below.

<OFF mode>

<COUNT mode>

Press once

<CLOCK mode>

e It is normal for the status display (STOP, PLAY etc.) and the tape speed display (SP, LP (playback only), or

SLP) to disappear after 5 seconds.

SPECIAL FEATURES

REAL TIME TAPE COUNTER

® This shows the elapsed recording or playback time in
hours, minutes, and seconds. (The displayed time
will not change during blank portions on the tape.)
® The "-" indication will appear
when the tape is rewound fur-
ther than "0:00:00" on the
tape counter.

-29-

AUTO REWIND

When the end of a tape is reached during recording,
playback, or fast-forward, the tape will automatically
rewind to the beginning. After rewinding finishes, the
VCR will eject the tape and turn itself to off.

® The tape will not auto-rewind during timer recording
or One Touch Recording.

® When the Counter Memory is activated, the tape will
rewind to the M0:00:00 and the VCR will go into the
Stop mode.
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TROUBLESHOOTING GUIDE

If you have followed the instructions contained in this manual and have difficulty in operating your VCR, locate
the PROBLEM in the left column below. Check the corresponding CORRECTIVE ACTION column to remedy

the problem.

PROBLEM

CORRECTIVE ACTION

No power.

e Make sure the AC cord is connected to an AC outlet.
® Make sure the power is turned on.

Timer recording is not possible.

® Make sure the timer recording is set correctly.
® Make sure the power is off.
® Make sure the VCR clock is set correctly.

Cannot go into Record mode.

© Make sure the tape has an erase-prevention tab. If needed, cover the
hole with plastic tape.

Playback picture is partially noisy.

® Adjust tracking control for a better picture by using the CHANNEL
A or V¥ button on the VCR.

No picture but the audio is OK in
playback.

® Head cleaning may be necessary. Refer to "AUTO HEAD
CLEANING" below.

No picture or poor picture on
playback.

e Set your TV to the VCR mode and/or press the VCR/TV button so that
the VCR/TV indicator on the VCR comes on.

® Fine tune your TV.

On-the-air TV programs cannot be
seen.

® Re-check the ANT. IN and ANT. OUT connections. See page 10.

o Set your TV to the TV mode and/or press the VCR/TV button so that
the VCR/TV indicator on the VCR disappears.

No operation from the infrared
Remote Control.

e Make sure the AC cord is connected to an AC outlet.
o Check batteries in remote control.

Video or color fades in and out when

® You cannot copy a copyrighted video tape. You are experiencing

making a copy of a video tape. copy guard protection.
MAINTENANCE
SERVICING AUTO HEAD CLEANING

Should your VCR become inoperative, do not try to cor-
rect the problem by yourself. There are no user-service-
able parts inside. Turn off, unplug the power cord, and
please call our help line at 1-800-242-71358, to locate an

Authorized Service Center.

CABINET CLEANING

e Wipe the front panel and other exterior surfaces of
the VCR with a soft cloth immersed in lukewarm
water and wrung dry.

® Never use a solvent or alcohol. Do not spray insecti-
cide liquid near the VCR. Such chemicals may cause
damage and discoloration to the exposed surfaces.
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o Automatically cleans video heads as you insert or re-
move a cassette, S0 you can see a clear picture.

® Playback picture may become blurred or interrupted
while the TV program reception is clear. Dirt accumu-
lated on the video heads after long periods of use, or the
usage of rental or worn tapes can cause this problem.

If a streaky or snowy picture appears during play-
back, the video heads in your VCR may need to be
cleaned.

1. Please visit your local Audio/Video store and pur-
chase a good quality VHS Video Head Cleaner.

2. If a Video Head Cleaner does not solve the problem,
please call our help line at 1-800-242-7158, to locate
an Authorized Service Center.

NOTES:

e Remember to read the instructions included with the
video head cleaner before use.

® Clean video heads only when problems occur.

EN
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SPECIFICATIONS

GENERAL SPECIFICATIONS ELECTRICAL SPECIFICATIONS

Television system : NTSC, TV standard Video output level : 1Vp-p

Video heads : Rotary four-head Video output impedance : 75Q

Tape width : 1/2inch (12.65mm) Audio output level : -6dBv (1KHz)

Tape speed Video input level ; 0.5~2.0Vp-p
SP: 33.35mm/sec. Audio input level : -10dBv
LP: 16.67mm/sec. Video S/N ratio

. SLP;I 1 1. 12mm/sec. SP: More than 45dB

uner channe Audio S/N ratio

VHE: #2~#13 SP: More than 38dB
UHF: #14~#69
Cable channel : 5A, A-5~ A-l, A~W+84 OTHER SPECIFICATIONS

RF converter : Built-in VHF converter

Converter output : VHF Channel 3 or 4. Power requirement : 120V, 60Hz

Timer indication : AM/PM 12-hour system Power consumption : 14 Watts

Operating temperature : ~ 5°C~40°C (41°F~104°F) Dimensions : W 14-1/4" (360mm)

Terminals H 3-5/8" "(92mm)
Antenna input : F type connector x 1 D 9-1/16" (230mm)
Antenna output : F type connector x 1 Weight : 5.51 Ibs. (2.5 Kg.) (approx.)
Video input/output :  RCA connector x 3
Audio input/output :  RCA connector x 3

® Designs and specifications are subject to change without notice and without legal obligation.
o If there is a discrepancy between languages, the default language will be English.

CABLE CHANNEL DESIGNATIONS

If you subscribe to cable TV, the channels are displayed as 1-125.

Cable companies often designate channels with letters or letter-number combinations. Please check with your local
cable company. The following is a chart of common cable channel designations.

CATVchamnel| 5A | 2 3 4 5 6 7 8 o [ 1o J1n 12T A [B8
[ veroisplay [T T2 s [T 4 s e T 7 8 | o |70 [T a2 s e [ Tas ]
| CATvchannel| ¢ | .D__| E_|_. PG L H Lt | S N S S N M LN L o . P_1 Q|
VCRDisplay | 16 | 17 | 18 [ M9 |20 |21 [T22 [ 23 |24 |25 [T26 |27 7| 28" [ 29 [ 30
CATV channel | R s T U | v [ W [ wet | we2 | WeB | Wed | W5 | W+6 | W47 | WsB | W9

VCR Display 31 32 33 34 35 36 37 38 39 40 41 42 43 44 45
CATV channel | W4+10 | W+11 | W+12 | W+13 | W+14 [ W+15 | W+16 | W+17 | W4+18 | W+19 | W420 [ W+21 | W+22 | W+23 | W+24

VCR Display 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60
CATV channel | W+25 | W+26 | W+27 | W+28 | W+29 | W+30 | W+31 | W+32 | W+33 | W+34 | W+35 | W+36 |W+37 | W+38 | W+39 |
| ver Display 61 62 63 64 65 66 67 68 69 70 71 72 73 74 75
CATV channel | W+40 | W+41 | W+42 | W+43 | W+44 | W+45 | W+46 | W+47 | W+48 | W+49 | W450 | W+51 | W+52 | W+53 | W+54
[ VoRDisplay | 76 | 77| 78 [ 79" 80 |81 | e2 [ 83 | 8a |85 [e6 | 87 | es |80 | 90 |
| CATV channel [ W+55 | W+56 | W+57 | W58 | A5 | A4 | A3 | A2 | A1 | W+50 | W+60 | W+61 | W+62 | W+63 | W+64 |
VCR Display 91 92 93 94 95 96 97 98 99 100 101 102 103 104 105

CATV channel| W+65 | W+66 | W+67 | W+68 | W+69 | W+70 | W+71 | W+72 | W+73 | W+74 | W+75 | W76 | W+77 | W+78 | W+79

.............................................................................................................

VCR Display | 106 107 108 109 110 111 112 113 114 115 116 117 118 119 120
CATV channel| W+80 | W+81

VCR Display | 121 122 123 124 125
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ADVERTENCIA:

PARA REDUCIR EL RIESGO DE INCENDIO O DE SHOCK ELECTRICO, NO EXPONGA ESTE ARTEFACTO A LA LLUVIA O LA

HUMEDAD.

PRECAUCION

RIESGO DE SHOCK ELECTRICO

NO ABRIR

PRECAUCION: PARA REDUCIR EL RIESGO DE
SHOCK ELECTRICO, NO QUITE LA CUBIERTA (O
LA TAPA POSTERIOR). EL APARATO NO TIENE
ADENTRO PIEZAS QUE PUEDAN REPARARSE.
DEJE LA REPARACION AL PERSONAL DE SERVI-
CIO CALIFICADO.

ESTE SIMBOLO INDICA QUE EN ESTA
UNIDAD HAY VOLTAIJE PELIGROSO
LO CUAL CONSTITUYE UN RIESGO DE
SHOCK ELECTRICO.

ESTE SIMBOLO INDICA QUE HAY INS-
TRUCCIONES IMPORTANTES DE MAN-
TENIMIENTO Y OPERACION EN LA LI-
TERATURA QUE ACOMPANA A ESTE
ARTEFACTO.

La nota importante esta colocada en la parte trasera del gabinete.

IMPORTANTE PARA SU SEGURIDAD

. Lealas instrucciones -- Lea detenidamente todas las instruccio-
nes de seguridad y operacién antes de usar el aparato.
Conserve las instrucciones -- Conserve las instrucciones de
seguridad y operacion para consultas futuras.

. Respete las advertencias -- Observe estrictamente todas las

advertencias impresas en el aparato y las incluidas en el manual

de instrucciones.

Siga las instrucciones -- Siga todas las instrucciones de operacion.

. Limpieza -- Desconecte el grabador de videocassettes del toma-

corriente mural antes de limpiarlo. No use limpiadores liquidos

ni aerosol. Use un pafio hiimedo para la limpieza del aparato.

EXCEPCION : Un producto disefiado para servicio ininte-

rrumpido y que por alguna razén, como seré la posibilidad de

pérdida del cédigo de autorizacién para un convertidor CATV,
no debe ser desconectado por el usuario para limpieza u otro
propésito, puede no incluir la advertencia en cuanto a no desco-
nectar el aparato, en la descripcion del procedimiento de limpieza

5).

Enchufes -- No use enchufes no recomendados por el fabricante

del grabador de videocassettes, ya que podria ser peligroso.

Aguay humedad -- No use este grabador de videocassettes cerca

del agua, por ejemplo, cerca de una baiiera o lavamanos, cerca

del fregadero de la cocina o lavanderia, en un piso mojado, cerca
de una piscina, etc.

. Accesorios -- Noinstale este grabador de videocassettes en un carro,
soporte, tripode o mesa inestables. El grabador de videocassettes
podria caerse, causando serias lesiones a un nifio o adulto, resultan-
do también severamente dafiado. Uselo sélo el un carro, soporte,
tripode o mesa recomendados por el fabricante, o vendidos con el
grabador de videocassettes. ,pypprEncia DECARRETAPORTATIL
Toda instalacion del aparato (SIMBOLO PROPORCIONADO POR RETAC)
deberdn hacerse de acuerdo a
las instrucciones del fabrican-
te, empleando los accesorios
de instalacién recomendados
por el mismo. La combina-
cién de aparato y carro debe
ser movida con cuidado. Las
detenciones bruscas, la fuerza
excesiva y las superficies dis-
parejas podrdn hacer que el
aparato y el carro se vuelquen

. Ventilacién -- El gabinete del aparato tiene ranuras y aberturas
de ventilacién que garantizan el funcionamiento confiable del
grabador de videocassettes, evitando que se recaliente. Estas
aberturas no deberdn ser bloqueadas ni cubiertas. Para evitar
bloquear las aberturas, nunca sitde el grabador de videocassettes

$3125A

10.

11.

12

13.
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encima de una cama, sofd, alfombra u otra superficie similar. El
grabador de videocassettes no debe ser instalado en un mueble
empotrado, como una repisa para libros o bastidor, a menos que
se pueda garantizar una ventilacién adecuada, o cuando las
instrucciones del fabricante asi lo especifiquen.

Alimentacién -- Este grabador de videocassettes sélo debe ser
operado mediante el tipo de fuente de alimentacién especificado
en la etiqueta indicadora. Si no esta seguro del tipo de fuente de
alimentacion que tiene en su casa, consulte a su distribuidor o a la
compaiiia de electricidad local. En el caso de grabadores de
disefiados para funcionar a pilas o con otras fuentes de alimenta-
cién, consulte el manual de instrucciones respectivo.

Conexién a tierra o polarizacién -- Este grabador de videocas-
settes estd equipado con una clavija polarizada de corriente
alterna (una clavija que tiene una espiga mds ancha que la otra).
Esta clavija solamente podra ser insertada en el tomacorriente en
una sola direccién. Esta es una medida de seguridad. Sino pudiera
insertar completamente la clavija en el tomacorriente, vuelva a
intentarlo invirtiendo la clavija. Si atin no fuera posible insertar
la clavija, tome contacto con un electricista para que repare su
tomacorriente obsoleto. No modifique las caracteristicas de se-
guridad de la clavija polarizada.

Proteccién del cable de alimentacién -- Los cables de alimen-
tacion deberdn ser tendidos de manera tal que la probabilidad de
que sean pisados o aplastados por otros objetos sea minima.
Preste especial atencion a las clavijas de los cables, a los recep-
taculos, y al punto por donde salen del aparato.

Conexion a tierra de la antena exterior -- Si conecta una antena
exterior o sistema de cable al grabador de videocassettes, asegiirese
de conectar a tierra la antena o el sistema de cable para tener una
cierta proteccion contra alzas repentinas de tension y cargas de
electricidad estdtica. El Articulo 810 del Cédigo Nacional de Elec-
tricidad, ANSI/NFPA, niim. 70, entrega informacién acerca de la
manera correcta de conectar a tierra el mdstil y la estructura sopor-
tante, tamafio de los conductores de puesta a tierra, ubicacién de la
unidad de descarga de la antena, conexién a los electrodos de tierra,
y requisitos para el electrodo de tierra. (Fig. A)

FIGURA A

EJEMPLO DE CONEXION A TIERRA DE LA ANTENA
SEGUN EL CODIGO NACIONAL ELECTRICO

Alambre

8 1a antena

Unidad de descarga
6o la antena

(NEC Seccién 810-20)

Equipo de
servicio
sléctrico

<
= Sujstadores a tierra

Sistoma de slectrodo a tiarra

Tt 441 sarvicio de Aimentacion
(NEC Arl.250, PART H)

NEC - Cédigo Nacional EMctrico

S2898A
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14. Tormentas eléctricas -- Como medida adicional de proteccién
durante tormentas eléctricas, o cuando el grabador de videocas-
settes permanezca sin uso durante perfodos prolongados de tiem-
po, desconéctelo del tomacorriente mural y desconecte la antena
o sisterna de cable. Esto evitard que el grabador de videocassettes
resulte dafiado por tormentas eléctricas o sobretensiones en la
linea de alimentacién.

15. Lineas de alimentacién -- Un antena exterior no debe ser instalada
en la cercanfa de lineas de alimentacién aéreas ni de otros circuitos
de potencia para iluminacién eléctrica, o donde pueda caerse y hacer
contacto con tales lineas o circuitos. Al instalar un sistema de antena
exterior, tenga mucho cuidado de no tocar tales lineas o circuitos de
alimentacin, ya que el contacto con ellos podria ser4 fatal.

16. Sobrecarga -- No sobrecargue los tomacorrientes murales ni los
cables de extension, ya que esto podria causar incendios o des-
cargas eléctricas.

17. Entrada de objetos y liquidos -- Nunca introduzca objetos de
ningin tipo por las aberturas de este grabador de videocassettes,
ya que podria tocar peligrosos puntos de alta tensién o cortocir-
cuitar partes, provocando incendios o descargas eléctricas. Nunca
derrame ningin tipo de liquido sobre el grabador de videocasset-
tes.

18. Servicio -- No intente reparar el grabador de videocassettes usted
mismo; al abrir o desmontar las cubiertas usted se expondrd a
alta tensién y a otros peligros. Solicite todo servicio a personal
calificado.

19. Dafios que requieran reparacién -- En los siguientes casos,
desconecte el grabador de videocassettes del tomacorriente mural y
Ilame a un técnico de servicio calificado:

a. Cuando el cable de alimentaci6n o la clavija estén dafiados.

b. Si se ha derramado liquido sobre la unidad, o si algiin objeto ha

caido dentro del grabador de videocassettes.

Si el grabador de videocassettes ha sido expuesto a la lluvia o al agua.

d. Cuando a pesar de haber seguido las instrucciones de operacién,
el grabador de videocassettes no funcione normalmente. Ajuste
solamente los controles mencionados en el manual de instruccio-
nes; el ajuste incorrecto de otros controles podré causar dafios a la
unidad, la que por lo general requeriré de un prolongado trabajo
de reparacién (por un técnico calificado) para que sus condiciones
normales de operacién puedan ser restablecidas.

e. Siel grabador de videocassettes se ha caido o si el gabinete se ha
dafiado.

f.  Cuando el grabador de videocassettes muestre un cambio notorio
en su rendimiento.

20. Piezas de repuesto -- Cuando sea necesario reemplazar piezas,
asegirese de que el técnico de servicio emplee las piezas de
repuesto especificadas por el fabricante, o piezas que tengan las
mismas caracteristicas que las piezas originales. Las sustitucio-
nes no autorizadas podrédn causar incendios, descargas eléctricas
y otros problemas.

21. Revisién de seguridad -- Al finalizar cualquier servicio de
mantenimiento o reparacién de este grabador de videocassettes,
solicitele al técnico que efectie comprobaciones de seguridad
para determinar si el grabador de videocassettes se encuentra o
no en condiciones optimas de operacion.

22. Calor -- Este producto video debe colocarse fuera del alcance de
fuentes de calor tales como radiadores, rejillas de calefaccién,
estufas o cualquier otro aparato destinado a producir calor, inclu-
yendo los amplificadores.

o

PRECAUCIONES

UBICACION

Para que su videograbadora realice una operacién segura y su rendi-
miento sea Gptimo, tenga en cuenta los puntos siguientes cuando elija
un lugar para su instalacién:
® Protéjala de la luz solar directa y aléjela de fuentes de calor
intenso.
@ Evite los lugares polvorientos o himedos.

® FEvite los lugares cuya ventilacién no sea suficiente para que
pueda disiparse adecuadamente el calor. No tape los agujeros de
ventilacién de los lados de la videograbadora.

® Instale 1a unidad en una posicién horizontal.

® Evite los lugares sometidos a vibraciones intensas.

® No ponga la videograbadora cerca de campos magnéticos intensos.

@ Evite trasladar la videograbadora a lugares donde las diferencias
de temperatura sea extremas.

® No ponga directamente videograbadora encima de un televisor.

EVITE LOS PELIGROS DE DESCARGAS
ELECTRICAS E INCENDIOS

® No maneje el cable de alimentacién con las manos mojadas.

® No tire del cable de alimentacién para desconectarlo de la toma
de CA. Sujételo siempre por la clavija y tire de ella.

® Sij, por accidente, se derrama agua en su videograbadora, desen-
chufe inmediatamente el cable de alimentacién y lleve la unidad
a nuestro centro de servicio autorizado para que se la reparen.

® No meta sus dedos ni otros objetos en el portavideocasete de la
videograbadora.
® No ponga nada directamente encima de la videograbadora.

ADVERTENCIA

En el interior de la unidad puede formarse condensacién cuando ésta
se traslada de un lugar frio a otro caliente, después de calentar una
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habitacion fria o bajo condiciones de alta humedad. En estos casos,
no utilice la videograbadora durante unas 2 horas como minimo, hasta
que su interior esté seco.

ADVERTENCIA DE LA FCC - Este equipo puede generar o
utilizar energia de radiofrecuencia. Los cambios o modificaciones
del equipo pueden causar serias interferencias si dichos cambios
o modificaciones no han sido expresamente aprobados en el ma-
nual de instrucciones. El usuario podra perder la autoridad para
operar este equipo si efectiia una modificacion o cambio no auto-
rizado.

INFORMA CIONIMPORTANTE SOBREDERECHOS DEAUTOR

La grabacién no autorizada o el empleo de teledifusiones, cintas de
video, peliculas u otro material con derechos de autor puede violar
las leyes sobre derechos de autor. No asumimos ninguna responsabi-
lidad por la duplicacién ni empleo inadecuados ni otros actos que
infringen los derechos de los propietarios de derechos de autor.
NOTA ACERCA DEL RECICLAJE

Los materiales del embalaje de este producto son reciclables y pueden
volver a ser utilizados. Disponga de cualquiera ellos segtin las normas
de reciclaje de su localidad. Las pilas nunca deberdn tirarse ni
incinerarse sino que deberdn tratarse segiin las normas locales rela-
cionadas con desperdicios quimicos.

El miimero de serie de este producto se encuentra en la parte posterior
del grabador de videocassettes. Ningin otro grabador de videocas-
settes tiene el mismo niimero de serie que el suyo. Anote el niimero
de serie y otra informacién vital aqui, y conserve este manual como
un registro permanente de su compra, a fin de facilitar la identifica-
cién de la unidad en caso de robo. Los niimeros de serie no se guardan
en archivos.

Fecha de compra

Distribuidor donde se compré
Direccidn del distribuidor

N° de teléfono del distribuidor
N° de modelo

N° de serie
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ACCESORIOS SUMINISTRADOS

Cable coaxial WPZ0102LG006/5750398/
WPZ0102BB001

Mando a distancia N9381UD

Pilas AAXx2

® Si necesita reemplazar estos accesorios, consulte el N.2 DE PAR-
TE, y llame al 1-800-242- 7158.

® Dependiendo de su sisterna de antena, tal vez necesite diferentes tipos de
combinadores (mezcladores) o separadores (divisores). Péngase en con-
tacto con su tienda de productos electrénicos para obtener estos articulos.

® No recomendamos utilizar mandos a distancia universales. No to-
das las funciones pueden ser controladas mediante un mando a
distancia universal. Si decide utilizar un mando a distancia univer-
sal con esta unidad, tenga en cuenta que con el niimero de cédigo
dado tal vez no se pueda controlar la unidad. En este caso, pongase
en contacto con el fabricante del mando a distancia universal.

INFORM ACION ACERCA DE LAS
DE VIDEOCASETE

Esta videograbadora puede funcionar con casi todos los videocasetes
que tengan la marca JHS] . Para obtener los mejores resultados le
recomendamos utilizar cintas de alta calidad. No utilice cintas de mala
calidad o que estén estropeadas.

PRECAUCIONES

® Evite la humedad. La condensaci6n de humedad puede producirse en la
cinta si ésta se traslada de un lugar frio a uno caliente o viceversa. Antes
de utilizar una cinta en estas condiciones, y para evitar que ésta o su
videograbadora se estropee, espere hasta que la cinta se haya calentado a
la temperatura de la habitacién y la humedad se haya evaporado.

® Evite el calor excesivo, la alta humedad y los campos magnéticos.

® No manipule el mecanismo del videocasete.

@ No toque la cinta con sus dedos.
TRES VELOCIDADES DE CINTA DIFERENTES

Antes de grabar, seleccione la velocidad de la cinta: modo SP (repro-
ducci6n estdndar) o modo SLP (reproduccién superlarga).

Nota: Podr4 reproducir una cinta que se graba en el modo LP (larga
duracién).

INSERCION DE UN VIDEOCASETE

Inserte el videocasete en el sentido mostra-
do. Empijelo suavemente, pero continua-
mente, por la parte central hasta que sea
introducido en la videograbadora. La video-
grabadora se encenderd automéaticamente.

Ventana

BIEN

PREVENCION DE BORRADO

Rompiendo la lengiieta del borde trasero del
videocasete, usted podra impedir el borrado
accidental de una grabaci6n.

Si decide volver a grabar en esa cinta, tape el
agujero con cinta adhesiva.

—
\Jd_D)

CONTROLES DE OPERACION Y SUS
FUNCIONES

NOTA:
® No recomendamos utilizar mandos a distancia universales. No to-
das las funciones pueden ser controladas mediante un mando a
distancia universal. Si decide utilizar un mando a distancia univer-
sal con esta unidad, tenga en cuenta que con el mimero de cédigo
dado tal vez no se pueda controlar la unidad. En este caso, péngase
en contacto con el fabricante del mando a distancia universal.
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[Consulte las ilustraciones de las paginas 8 ~ 9.]

1. Compartimiento del videocasete

2. Botén de expulsién (EJECT) - Piilselo para sacar el videocasete
de la videograbadora.

Botdn de parada (STOP) - Piilselo para detener la cinta.

Bot6n ¥ - Piilselo para introducir los digitos cuando establezca
programas (por ejemplo: puesta en hora del reloj o un programa
de temporizador). Pilselo para seleccionar los modos de ajuste en
¢l meny en pantalla. (S6lo en el mando a distancia)

3. Botén de rebobinado (REW) - Piilselo para rebobinar la cinta, o

para ver rdpidamente la imagen en retroceso durante el modo de
reproduccién. (Bisqueda con rebobinado)
Bot6n <« - Pilselo para cancelar un ajuste de programa de tempo-
rizador. Pulselo para corregir digitos al programar (por ejemplo:
puesta en hora del reloj o un programa de temporizador). Pilselo
para afiadir o borrar nimeros de canales durante el preajuste de
canales. (S6lo en el mando a distancia)

4. Botén de reproduccion (PLAY) - Piilselo para iniciar la reproduccién.
Botén A - Pulselo para introducir digitos cuando se establece un
programa (por ejemplo: puesta en hora del reloj o un programa de
temporizador). Pilselo para seleccionar los modos de ajuste en el
mend en pantalla. (Sélo en el mando a distancia)

5. Botén de avance rapido (F.FWD) - Pilselo para avanzar rdpida-
mente la cinta o para ver rapidamente la imagen en avance durante
la reproduccién. (Blisqueda en avance)
Botén B - Cuando establezca un programa (por ejemplo: puesta
en hora del reloj o un programa de temporizador), pilselo para
determinar su seleccién y proseguir con el siguiente paso que desee
introducir. Pilselo para determinar los modos de ajuste del ment
en pantalla. Pilselo para afiadir o borrar niimeros de canales du-
rante el preajuste de canales. (S6lo en el mando a distancia)

Bot6n de pausa/imagen fija (PAUSE/STILL) - Pilselo para dete-

ner temporalmente la cinta durante la grabacién o para ver una

imagen fija durante la reproduccién.

Funcién de avance de cuadro - Piilselo para avanzar laimagen cua-

dro a cuadro durante el modo de imagen fija.

Botén de la alimentacién (POWER) - Pilselo para encender y apagar

la videograbadora. Pilselo para activar la grabacién con temporizador.

8. Botén de videograbadora/televisor (VCR/TV) - Pilselo para se-
leccionar el modo de videograbadora (VCR) o televisor (TV).
Posicién VCR: para ver la reproduccién, comprobar las grabacio-
nes de video o ver programas de TV utilizando el sintonizador de
la videograbadora.

Posicién TV: para ver programas de TV o para ver un programa
mientras se graba otro.

9. Ventanilla sensora del mando a distancia - Recibe las sefiales

infrarrojas procedentes del mando a distancia.

Indicadores

Indicador de alimentacién (POWER) - Indica que la alimentaci6n

estd conectada.

Indicador de videograbadora/televisor (VCR/TV) - Indica

estd activada la videograbadora.

Indicador de videocasete introducido (TAPE IN) -Indica que hay

un videocasete en la videograbadora.

Indicador del temporizador (TIMER) - Indica que ha sido estable-

cida la grabaci6n con temporizador u OTR.

Indicador de grabacién (REC) - Indica que la videograbadora

estd grabando. Parpadea cuando la grabaci6n ha hecho una pausa.

Botén de velocidad de cinta (TAPE SPEED) - Piilselo para elegir

la velocidad de grabacién deseada: SP/SLP. (Sélo en la videogra-

badora)

Botones de canales (CHANNEL) - Pilselos para seleccionar los

canales deseados para ver o grabar.

Funcién de seguimiento - Pulse los botones para minimizar el

"ruido" de video (lineas o puntos en la pantalla) durante la repro-

duccién o en el modo de cdmara lenta.

10.
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Pulselo para estabilizar laimagen en el modo de imagen fija, cuan-
do ésta empiece a vibrar verticalmente.

Boton de grabacién (RECORD) - Pilselo para realizar la graba-
ci6n manual.

Botén de grabacién con un toque (OTR) - Activa la grabacién
con un toque. (Sélo en la videograbadora)

Botdn de retorno automético (AUTO RETURN) - Rebobina
cinta hasta el comienzo de la grabacién con temporizador.
Botones numerados (NUMBER) - Pilselos para seleccionar los
canales deseados para ver o grabar. Para seleccionar canales del 1
al 9, pulse primero el botén "0" y luego el botén 1 a2 9. (S6loen el
mando a distancia)

Botén +100 - Cuando seleccione canales de TV por cable cuyo
niimero sea superior al 99, pulse primero este botén, y luego pulse
los dos tltimos digitos. (Para seleccionar el canal 125, pulse pri-
mero el botén "+100" y luego el "2" y el "5".) (S6lo en el mando
a distancia)

Botén de menis (MENU) - Pilselo para visualizar los menis en la
pantalla del televisor. Pilselo de nuevo para salir de los mends de
la pantalla del televisor. (S6lo en el mando a distancia)

Botén del visualizador (DISPLAY) - Visualiza el contador o el ni-
mero del canal actual y la hora actual en la pantalla del televisor.
(Sélo en el mando a distancia)

Botén de camara lenta (SLOW) - Piilselo para iniciar la reproduc-
ci6n a cdmara lenta. La velocidad a cdmara lenta se puede controlar
pulsando el bot6n F.FWD (mds répida) o el botén REW (mds lenta).
(S6lo en el mando a distancia)

Botdn de localizacién répida (QUICK-FIND) - Modo de localiza-
cién répida. Para obtener més informacién, lea 1a pagina 40. (Sélo
en el mando a distancia)

Botones de bisqueda (SEARCH)

Botén de bisqueda con tiempo (TIME SEARCH) - E1 modo de
busqueda con tiempo. Para mds informacién, lea la pigina 41.
(Sd6lo en el mando a distancia)

Botén de busqueda con indice (INDEX SEARCH) - Modo  de
biisqueda con indice. Para més informaci6n, leala pagina 40. (S6lo
en el mando a distancia)

Memoria del contador (COUNTER MEMORY) - Piilselo para acti-
var y desactivar la memoria del contador. (S6lo en el mando a
distancia)

Botén de reposicién del contador (COUNTER RESET) - Piilselo
para reponer el contador a 0:00:00. (S6lo en el mando a distancia)
Botén de salida (EXIT) - Pulselo para salir de los mends en pantalla.
(S6lo en el mando a distancia)

Cable de alimentaci6n - Conéctelo a una toma de CA estdndar
(120 V/60 Hz).

Toma de salida de audio (AUDIO OUT) -Conéctela a la toma de
entrada de audio de su equipo de audio o de otra videograbadora.
Toma de entrada de audio (AUDIO IN) - Conéctela a la toma de
salida de audio de su equipo de audio o de otra videograbadora.
Terminal de entrada de antena (ANT. IN) - Se conecta a una antena,
sistema de televisién por cable o sistema de emisiones via satélite.
Toma de salida de video (VIDEO OUT) - Conéctela a la toma de
entrada de video de su videocdmara o de otra videograbadora.
Toma de entrada de video (VIDEO IN) - Conéctela a la toma de
salida de video de su videocdmara o de otra videograbadora.
Conmutador selector de canales 3/4 (CH3/CH4) - Se utiliza para
seleccionar un canal de salida de video (3 6 4) para la reproduccién
de la videograbadora.

Terminal de salida de antena (ANT. OUT) - Conéctelo al termi-
nal de entrada de antena de su televisor.

la
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PREPARACION PARA LA UTILIZACION
CONEXIONES DE ANTENA/CABLE

Para algunos de los tipos de conexi6n mds comunes, siga las indicaciones de

abajo. Utilice una conexién solamente. Para hacer conexiones mds complejas,

péngase en contacto con su concesionario local u otra persona cualificada.

(Tal vez necesite accesorios adicionales que no han sido suministrados.)

1) Desconecte la antena o el cable de su televisor.

2) Conecte la antena o el cable a la toma ANT.IN (toma superior) de
su videograbadora.

3) Conecte un extremo del cable coaxial (suministrado) a la toma
ANT.OUT (toma inferior) de su videograbadora.

4) Conecte el otro extremo del cable coaxial (suministrado) a la toma
de antena UHF/VHF de su televisor.

Consulte la figura 1 (antena interior) de la pagina 10. J

Podr4 grabar un canal mientras ve otro. Se puede hacer lo mismo en
la grabacién automética con temporizador y en la grabacién con un
toque. Para tener detalles, consulte "Grabacién" en la pagina 41.

Nota: La conexion de una antena interior a una videograbadora no
supone siempre una recepcién de TV aceptable.

Podr4 grabar un canal codificado mientras ve otro.
CONSEJOS PARA GRABAR

1) Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.

2) Encienda el televisor y el sintonizador de TV por cable.

3) Seleccione el canal que va a grabar en el sintonizador de TV por
cable.

4) Seleccione el canal 3 64 enel televisor y en la videograbadora.
5) Ponga el conmutador CH3/CH4 del panel trasero de la videograbadora
segtin el canal seleccionado en el televisor y en la videograbadora.

6) Pulse el botén RECORD. Parala GRABACION AUTOMATICA
CON TEMPORIZADOR, en la videograbadora debe permanecer
seleccionado el canal 3 6 4 en el paso [9] de la pdgina 42.

7) Ponga el conmutador A-B en el otro lado. Para la GRABACION
AUTOMATICA CON TEMPORIZADOR, ponga el conmutador
A-B en el otro lado después del paso [12] de la pagina 42.

8) Seleccione el canal que vaya a ver en el televisor.

Nota: Si desea ver el mend de la videograbadora, ver lo que est4 gra-

bando o reproducir una cinta con esta conexion, asegtrese de que el

conmutador A-B esté en la posicién correcta.

Consulite la figura 6 de la pagina 12.

Consulte la figura 2 (antena combinada de VHF/UHF o
cable de la compaiiia de TV por cable) de la pdgina 10.

Podr4 grabar un canal mientras ve otro. Se puede hacer lo mismo en
la grabaci6n automética con temporizador y en la grabacién con un
toque. Para tener detalles, consulte "Grabacién" en la pagina 41.

Consulte la figura 3 (antena separada de VHF/UHF)
de la pagina 11.

Podr4 grabar un canal mientras ve otro. Se puede hacer lo mismo en
la grabacién automética con temporizador y en la grabacién con un
toque. Para tener detalles, consulte "Grabacién" en la pagina 41.

Consulte la figura 4 (sintonizador de TV por cable y
receptor de emisiones via satélite) de la pagina 11.

S_QLQ podré grabar y ver el MISMO canal cuando utilice esta cone-
xién. No existen excepciones. Los mismo sucede con la grabacion
automdtica con temporizador y la grabacién con un toque.

Nota: La programacién de la memoria de canales NO es necesaria
cuando se utiliza esta conexién.

CONSEJOS PARA GRABAR

1) Asegirese de que los indicadores POWER y VCR/TV estén en-
cendidos.

2) Encienda el televisor y el sintonizador de TV por cable.

3) Seleccione el canal que va a grabar en el sintonizador de TV por
cable.

4) Seleccione el canal 3 6 4 en el televisor y en la videograbadora.

5) Ponga el conmutador CH3/CH4 del panel trasero de la videogra-
badora segiin el canal seleccionado en el televisor y en la video-
grabadora.

6) Pulse el botén RECORD. Parala GRABACION AUTOMATICA
CON TEMPORIZADOR, en la videograbadora debe permanecer
seleccionado el canal 3 6 4 en el paso [9] de la pdgina 42.

Algunos clientes con sintonizadores de TV por cable podrén grabar un

canal y ver otro con una de las conexiones de abajo.

Sistemas de satélite: Ninguna de estas dos conexiones funcionar.

Para el propietario de un receptor de emisiones via satélite que desee

ver un canal y grabar otro, péngase en contacto con el fabricante de

su sistema de receptor via satélite.

Consulte Ia figura 5 de la pagina 12. B
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Esta conexi6n s6lo sirve si uno de sus canales estd codificado.
Podré ver un canal mientras graba otro. Los canales codificados no
pueden ser grabados con esta conexion.

CONSEJOS PARA GRABAR

1) Asegtrese de que los indicadores POWER y VCR/TV estén en-
cendidos.

2) Encienda el televisor y el sintonizador de TV por cable.

3) Seleccione el canal que va a grabar en la videograbadora.

4) Seleccione el canal 3 6 4 en el televisor y en el sintonizador de TV
por cable.

5) Ponga el conmutador CH3/CH4 del panel trasero de la videogra-
badora segiin el canal seleccionado en el televisor.

6) Para ver UN canal mientras graba OTRO, el indicador VCR/TV
deber4 estar apagado.
Para la GRABACION AUTOMATICA CON TEMPORIZA-
DOR, el indicador de videograbadora/televisor debe estar apagado
después del paso [11] de 1a pdgina 42.

7) Seleccione el canal que vaya a ver en el sintonizador de TV por
cable.

Nota: Si desea ver el meni de la videograbadora, ver lo que estd gra-

bando o reproducir una cinta con esta conexion, el indicador VCR/TV

deber4 estar encendido y el canal del sintonizador de TV por cable

deber4 ser el mismo que el que haya sido seleccionado en la parte

posterior de la videograbadora. (CH3 6 4)

Nota para la persona que instale el sistema CATV

Este recordatorio se agrega para llamar la atencion de quien instale el

sistema CATV, con respecto al Articulo 820-40 de la NEC que provee

directivas guia para realizar una conexién adecuada a tierra y, en par-

ticular, especifica que el cable de puesta a tierra debe ser conectado al

sistena de terminal a tierra del edificio lo més cercano al punto de

entrada del cable como sea posible.

AJUSTE DEL CONMUTADOR CH3/CH4

Si su televisor no tiene terminales A/V:
Cuando la videograbadora esté en el modo de reproducci6n o el bot6n
VCR/TV esté en la posicién VCR, su televisor recibird sefiales de la
videograbadora en el canal 3 6 4.

Para utilizar la videograbadora con su televisor, ponga el conmutador
selector (en el panel trasero de su videograbadora)

«—
en CH3 6 CH4, en el canal que no se utilice para las

emisiones normales de su zona. Y luego seleccione [Lado rrasero de fa
el mismo canal en el televisor. videograbadoral
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TERMINALES A/V
CONEXION A LAS TOMAS DE ENTRADA

Cuando copie una videocinta o vea un programa grabado en otra
fuente, utilice las tomas de entrada de audio/video.

UTILIZANDO LAS TOMAS TRASERAS:

| Consulte la figura 7 de la pagina 13. |
UTILIZANDO LAS TOMAS FRONTALES

Puede utilizar las tomas de entrada de audio y video del panel frontal
de la videograbadora en lugar de utilizar las tomas del panel trasero.

SELECCION DE ENTRADA EN EL PANEL FRON-
TAL O TRASERO

Para utilizar las tomas de entrada de audio/video, seleccione la posi-

ci6n "L1" 0 "L2".

1) Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.

2) Encienda el televisor y seleccione el canal 3 6 4. Ahora ponga el
conmutador CH3/CH4 del panel trasero de la videograbadora en
laposici6n que concuerde con el canal seleccionado en el televisor.

3) Conectelos cables de audio/video alas tomas de entrada de audio/video
del panel trasero de la videograbadora. Ahora, conecte el otro extremo
de los cables a las tomas de salida de audio/video de la fuente.

® Si usted utiliza las tomas de entrada de audio y video del panel
trasero de la unidad, pulse 0, 0, 1 en el mando a distancia para
seleccionar la posicién "L1".
® Sj usted utiliza las tomas de entrada de audio y video del panel
frontal de la unidad, pulse 0, 0, 2 en el mando a distancia para
seleccionar la posicién "L2".
También podrd seleccionar "L1" o "L2" pulsando el botén CHANNEL
AoV
Nota: "L1" 0 "L2" se encuentra antes del canal inferior memorizado.
(Ejemplo: CH2)

CONEXION A LAS TOMAS DE SALIDA

Si su televisor tiene tomas de entrada A/V,

Usted podrd conectar las tomas AUDIO/VIDEO OUTPUT de su vi-
deograbadora a las tomas de entrada de audio/video del panel trasero
de su televisor.

Las conexiones directas de audio/video proporcionan generalmente
una imagen mejor y un sonido de calidad para la reproduccién de las
cintas. Consulte el manual de instrucciones de su televisor para cono-
cer las conexiones de entrada A/V.

l Consulte la figura 8 de la pagina 13.
INSTALACION DE LAS PILAS

1) Abralatapa del compartimiento de las pilas del mando a distancia
presionéndola en el sentido de la flecha.

2) Inserte 2 pilas tamaifio "AA" en el compartimiento de las pilas, en
el sentido indicado por las marcas de polaridad (+/-).

3) Vuelva a poner la tapa. ==
( o |
© i
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PREPARACION PARA LA UTILIZACION

Podr4 programar el sintonizador para que explore solamente los cana-
les que puedan recibirse en su zona. Para este procedimiento deberd
utilizar el mando a distancia.
NOTAS:
® Laprogramacién delamemoria de canales NOes necesaria cuando
se hace 1a conexién a un sintonizador de TV por cable 0 a un recep-
tor de emisiones via satélite como se muestra en la figura 4 de la
pagina 36 o enlafigura 5 dela pagina 36. En este caso, con su mando
a distancia, seleccione en la videograbadora el canal 3 6 4, el mismo
que ha sido seleccionado con el conmutador del panel trasero de la
videograbadora (CH3 o CH4). Luego, el canal que desee grabar o
ver podra ser seleccionado en el sintonizador de TV por cable o en
el receptor de emisiones via satélite.
® Siga una vez los pasos de abajo. Repitalos si se produce una inte-
rrupcion en la alimentacién o si la videograbadora estd desenchu-
fada durante m4ds de 30 segundos. (En estos casos, los canales
programados se borrar4n.)
® Deber4 seguir los pasos de abajo antes de intentar reproducir o grabar
una videocinta. Si usted desea reproducir o grabar una cinta de video
ANTES de programar el sintonizador, usted podré cancelarlo pulsan-
do el bot6n RESET/EXIT. Para programar de nuevo el sintonizador,
consulte "REPETICION DE PREPARACION DE CANALES" en
la pagina 38.

PREPARACION DE CANALES (Automdtica)

1) Enchufe el cable de alimentacion de la videograbadora en una

toma de CA estédndar.

Recuerde:

Si su sintonizador de TV por cable o receptor de emisiones via
satélite estd conectado como en la figura 4 de la pagina 36 o como
en la figura 5 de la pgina 36, NO tendrd que preparar los canales.
Seleccione simplemente el canal 3 o el 4 en el televisor y en la
videograbadora y ponga el conmutador CH3/CH4 del panel trasero
de la videograbadora en la posicién correspondiente al canal se-
leccionado (CH 3 o CH 4). Ahora seleccione el canal que desee
ver o grabar en el sintonizador o receptor.

2) Encienda el televisor y seleccione el canal 3 6 4 en el televisor. Ahora
ponga el conmutador CH3/CH4 del panel trasero de la videograbadora
en la posicién correspondiente al canal seleccionado en el televisor.

3) Pulse el botén POWER para encender la videograbadora. El indi-
cador POWER 'y el indicador VCR/TV de la videograbadora se
encienden.

® Utilice el mando a distancia para este procedimiento.

4) Seleccione "ENGLISH" o "ESPANOL" con el botén PLAY/A o
STOP/V. Luego, pulse el botén FEFWD#».

Nota: Esta funcién es efectiva solamente para el idiomaen el mend
de la pantalla, pero no para el origen audio.

5) Pulse una vez el botén FFWDM>. El sintonizador explora y me-
moriza todos los canales activos de su zona.

® La videograbadora distingue entre los canales de TV estdndar y
los canales de TV por cable.

6) Después de la exploracidn, el sintonizador se para en el canal me-
morizado mds bajo. La pantalla del televisor vuelve al modo del
televisor.

® Si vuelve a aparecer "AJUSTAR SINTONIZADOR" en la panta-
Ila del televisor, compruebe las conexiones de los cables. Pulse
una vez mds el botén FFWD/® y la videograbadora iniciard de
nuevo el preajuste.

PARA SELECCIONAR UN CANAL DESEADO
Podré seleccionar el canal deseado utilizando el botén CHANNEL Ao ¥
o pulsando directamente los botones numerados del mando a distancia.

Nota para utilizar los botones numerados:

® Cuando seleccione canales de TV por cable superiores al 99, pulse
primero el botén +100 y luego pulse los dos tiltimos digitos. (Ejem-

ES

8J20



plo: para seleccionar el canal 125, pulse primero el bot6n +100 y
luego los botones "2"y "5".)

® [ os mimeros de canales de un solo digito deberén ir precedidos de
un cero (por ejemplo: 02, 03, 04, etc.)

PUESTA EN HORA DEL RELOJ

Ponga la hora exacta para realizar grabaciones automadticas con tem-
porizador de forma correcta. Le recomendamos utilizar una emisora
de TV o radio como fuente de la hora.
® Utilice el mando a distancia para este procedimiento.
® Mientras la videograbadora estd en el modo de mend, sélo funcio-
nan los botones siguientes: PLAY/A, FFWDM», REW/«,
STOP/V¥, RESET/EXIT, POWER y MENU.
® Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.
® Encienda el televisor y seleccione en €l el canal 3 o€l 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de la videograbadora en
la posici6n correspondiente al canal seleccionado en el televisor.
1) Pulse el botén MENU. El menti AJUSTE RELOJ aparece.
® | os botones numerados del mando a distancia no funcionan eneste
modo de mend.
® Podri pasar al paso siguiente pulsando el botén F FWD# en los
pasos [2] a [6].
@® Podré pasar al paso anterior pulsando el boton REW/« en los
pasos [3]a[7].
2) Pulse el botén PLAY/A o STOP/V hasta que aparezca el mes
deseado. (Por ejemplo: marzo -- 03)
A continuacién, pulse el botén FFWD/».
3) Pulse el botén PLAY/A o STOP/V hasta que aparezca el dia de-
seado. (Por ejemplo: primero -- 01)
A continuaci6n, pulse el botén FEFWD/#».
4) Pulse el botén PLAY/A o STOP/V hasta que aparezca el afio
deseado. (Por ejemplo: 1999)
A continuacién, pulse el botén F.FWD/».
Pulse el botén PLAY/A o STOP/V hasta que aparezca la hora
deseada. (Por ejemplo: 05)
A continuacion, pulse el botén FEFWD/».
Pulse el botén PLAY/A o STOP/V
hasta que aparezca el minuto desea-
do. (Por ejemplo: 40) MES DA Ao
A continuacién, pulse el botén 03 / 01 LUN1999
F.FWDM». HORA MINUTO AM/EM'
Pulse el botén PLAY/A o STOP/V 08 ¢ 40 -1
para indicar "AM" o "PM".
(Por ejemplo: PM)
8) Pulse el botén RESET/EXIT o FFWDM>.
Aunque los segundos no se visualizan, éstos empiezan a contarse
desde 00 cuado se pulsa el botén RESET/EXIT o F.FWD/». Uti-
lice esta funcién para sincronizar €l reloj con la hora correcta.
® Cuando se desenchufe el cable de alimentacién de CA o se pro-
duzca una interrupcién en la alimentacién de més de 30 segundos,
tal vez tenga que volver a poner en hora el reloj.
® Si el visualizador muestra una indicacién anormal o nada en abso-
luto, desenchufe el cable de alimentacién durante més de 30 se-
gundos. Luego veulva a conectarlo y ponga en hora el reloj.

PARA CAMBIAR EL AJUSTE DEL RELOJ

1) Pulse el botén MENU hasta que aparezca el mend
PARA INICIAR.

2) Pulse el botén PLAY/A o STOP/V para indicar "AJUSTE
RELOJ". Y luego pulse el botén FFWD/M».

3) Siga los pasos [2] a [8] de "PUESTA EN HORA DEL RELOJ".

5

~

6

=

AJUSTE RELOJ

7

~
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PARA BORRAR O ANADIR CANALES

Los canales que ya no reciba o que vea de vez en cuando podrdn ser
borrados de la memoria. (Por supuesto, los canales borrados podran
volver a ser memorizados.)
® Utilice el mando a distancia para este procedimiento.
® Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.
® Encienda el televisor y seleccione en él el canal 3 o el 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de la videograbadora en
la posicién correspondiente al canal seleccionado en el televisor.
1) Pulseelbotén MENU hasta que aparezca el menti PARA INICIAR.
2) Confirme que se indique "AJUSTE CANAL" y luego pulse el bo-
tén FEFWDM.
3) Pulse el botén PLAY/A o STOP/V para indicar "AGREGAR/
BORRAR". Luego, pulse el botén EFWD#».
4) Pulse los botones numerados o el botén PLAY/A o STOP/V hasta
que aparezca el nimero del canal deseado.
5) Pulse el botén F.FWD/M# o REW/« para que parpadee
"BORRAR" en la pantalla del televisor.
® Para borrar otro canal, repita los pasos [4] y [S].
® Si pulsa de nuevo el botén FFWD# o REW/«, el canal se me-
morizard otra vez.
6) Pulse el botén RESET/EXIT para volver al modo del televisor.
NOTA:

Para confirmar que el(los) canal(es) ha(n) sido borrado(s), pulse
el botén CHANNEL Ao V¥ .

REPETICION DE PREPARACION DE CANALES

Recuerde:

Si su sintonizador de TV por cable o receptor de emisiones via satélite estd
conectado como en la figura 4 de la p4gina 36 o como en la figura 5 de la
pégina 36, NO tendrd que preparar los canales. Seleccione simplemente el
canal 3 0el 4 enel televisor y en la videograbadora y ponga el conmutador
CH3/CH4 del panel trasero de 1a videograbadora en la posicion correspon-
diente al canal seleccionado (CH 3 o CH 4). Ahora seleccione el canal
que desee ver o grabar en el sintonizador o receptor.
® Utilice el mando a distancia para este procedimiento.

1) Pulseel boton MENU hasta que aparezca el menti PARA INICIAR.

2) Confirme que se indique "AJUSTE CANAL" y luego pulse el bo-
tén FFWDM».

3) Confirme que se indique "SINTONIA AUTOM." y luego pulse el
botén FFWDM. Después de la exploracion, el sintonizador se
para en el canal memorizado méds bajo.

® [a videograbadora distingue entre los canales de TV estdndar y
los canales de TV por cable.

SELECCION DEL IDIOMA

Si desea cambiar el idioma de la pantalla del televisor, siga los pasos

siguientes:

Nota: Esta funcién es efectiva solamente para el idioma en el menid

de la pantalla, pero no para el origen audio.

@ Utilice el mando a distancia para este procedimiento.

1) Pulse el botén MENU hasta que aparezca el menti PARA INICIAR.

2) Pulse PLAY/A o STOP/V para indicar "SELEC. IDIOMA".
Luego pulse el botén FFWD#».

3) Seleccione "ENGLISH" o "ESPANOL" con el botén PLAY/A o
STOP/V.

4) Pulse el botén RESET/EXIT para volver al modo del televisor.

NOTA: Si por alguna razén el meni estd en inglés, pulse el botén

MENU hasta que aparezca el mend "INITIALIZE", pulse el botén

PLAY/A para indicar "LANGUAGE SELECT", pulse el bot6n

FFWDM, pulse el botén STOP/V para indicar "ESPANOL", y luego

pulse el botén RESET/EXIT.
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REPRODUCC

REPRODUCCION NORMAL

® Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.

® Encienda el televisor y seleccione en él el canal 3 o el 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de la videograbadora en
la posici6n comrespondiente al canal seleccionado en el televisor.

1) Inserte unacinta grabada. El modo del contador se activa y aparece
0:00:00 en la pantalla del televisor. Si la lengiieta de protecci6n
contra el borrado ha sido quitada, la videograbadora iniciard la
reproduccién autométicamente.

2) Pulse el botén PLAY para iniciar la reproduccion.

NOTA: El botén PLAY del mando a distancia no funcionar4 si se
encuentra activado algtin mend en la pantalla del televisor. Pulse
el botén RESET/EXIT para borrar el mend. Luego, pulse el botén
PLAY.

Si ya hay un videocasete en la videograbadora con la ali-
mentacién desconectada
2A)  Utilizando botones de la videograbadora
Pulse simplemente el botén PLAY de la videograbadora. La ali-
mentacién se conectars autométicamente y la reproduccién empe-
zard. (Operacién directa pulsando un bot6n)

Utilizando botones del mando a distancia
Pulse el boton POWER de la videograbadora y luego pulse el bo-
tén PLAY del mando a distancia.
3) Pulse el botén STOP para detener la reproduccién.

BUSQUEDA DE IMAGEN

Esta funcién es muy iitil para encontrar o saltar una escena particular

de una cinta. En este modo, el sonido se silenciara.

1) Pulsando el botén FFWD o REW podrd ver una videocinta a alta
velocidad en el sentido de avance o de retroceso. (En los modos
SP/LP/SLP)

2) Pulselo de nuevo y la videograbadora buscar4 ahora en el modo
de velocidad superalta. (En los modos LP/SLP solamente)

3) Pulse el botén PLAY para volver a la velocidad normal.

IMAGEN FIJA

Podré4 ver una imagen fija en la pantalla del televisor durante la repro-

duccién (modo de imagen fija). Pulse el botén PAUSE/STILL durante

la reproduccién. Pulse el botén PLAY para volver a la reproduccién.

® Podrd avanzar la imagen un cuadro cada vez pulsando el botén
PAUSE/STILL durante el modo de imagen fija.

® Si se deja més de cinco minutos en el modo de imagen fija, la

videograbadora se podrd automdticamente en el modo de parada.

CONTROL DE RETENCION VERTICAL

En el modo de pausa/imagen fija solamente, cuando la imagen empie-
ce a vibrar verticalmente, estabilicela pulsando el boton CHANNEL
AoV.
NOTAS:
@ Sila imagen estd distorsionada o desfile en sentido vertical, ajuste
el control de retencion vertical en su televisor, si equipado.
® [.a mayoria de los televisores no tienen control de retenci6n verti-
cal ajustable por el usuario.

AJUSTE DE SEGUIMIENTO

® E] ajuste de seguimiento se hard automdticamente (funcién de
seguimiento digital) cuando se inicie la reproducci6n.
Sin embargo, cuando reproduzca cintas pregrabadas o cintas graba-
das en otras unidades que no sean la suya propia, las lineas de ruido

2B)
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(franjas blancas y negras) pueden aparecer en la imagen de repro-
duccién. En este caso, podré ajustar manualmente el seguimiento
pulsando el botén CHANNEL A o ¥ de la videograbadora hasta
que desaparezcan las franjas.
Para volver a la funcién de seguimiento digital, pare una vez la
cinta e inicie de nuevo la reproduccién.
® Usted también puede reducir las lineas de ruido pulsando el botén

CHANNEL A o ¥ en el modo de cdmara lenta. El ajuste de se-
guimiento lento no se establecerd autométicamente.

NOTA: En el modo de imagen fija, pulse el botén SLOW y el bot6n

CHANNEL A o V hasta que desaparezcan las franjas. Para volver al

modo de imagen fija, pulse de nuevo el botén PAUSE/STILL.

CAMARA LENTA

Pulse el botén SLOW para reducir la velocidad de reproduccién. La
videograbadora silenciard el sonido durante la reproduccién a cdmara
lenta. Usted podra controlar la velocidad pulsando el botén FFWD
(mds rdpida) o REW (mds lenta).

Pulse el botén PLAY para volver a la reproduccién normal.

NOTA: Si se deja en el modo de cdmara lenta durante més de cinco
minutos, la videograbadora se cambiar4 automaticamente en el modo
de parada.

MEMORIA DEL CONTADOR

Utilice esta funci6n para memorizar el punto inicial al que usted desea
volver. Y podré buscarlo fécilmente mediante el rebobinado o el avan-
ce rdpido.
® Utilice el mando a distancia para este procedimiento.
® Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.
® Enciendael televisor y seleccione en él el canal 3 o el 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de la videograbadora en
la posici6én correspondiente al canal seleccionado en el televisor.
® Esta funcién s6lo se activa con una cinta pregrabada.

1) Inserte una cinta pregrabada. Rebobinela o avancela rdpidamente
hasta el punto inicial que desee marcar.

2) Pulse el botén COUNTER RESET del mando a distancia para
reponer el contador a 0:00:00. Si es necesario, pulse de nuevo el
botén COUNTER RESET para reponer el contador a 0:00:00.

3) Pulse el botén COUNTER MEMORY del mando a distancia para
que "M" aparezca en la pantalla del televisor.

® El botén COUNTER MEMORY ne funciona si el modo de repe-
ticién automadtica estd activado [ON]. En este caso, desactive
[OFF] el modo de repeticién automética.

4) Pulse el botén RECORD o PLAY para iniciar la grabacién o la
reproduccién.

Pulse el botén STOP cuando termine la grabacion o la reproduccion.

5) Pulse el botén REW (0 FFWD), la videograbadora se detendrd auto-
miticamente cuando el contador retorne a 0:00:00 aproximadamente.

NOTA: El tiempo visualizado no cambiar4 durante las partes en blanco

de la cinta.

PARA SALIR DE LA MEMORIA DEL CONTADOR

Pulse ¢l botén COUNTER MEMORY del mando a distancia para que
"M" desaparezca de la pantalla del televisor.

Para obtener mds informacién relacionada con la visualizacién, con-
sulte la pdgina 44.

REPRODUCCION ESPECIAL

® Utilice el mando a distancia para el procedimiento siguiente.
® Asegtirese de que los indicadores POWER y VCR/TV estén en-
cendidos.

@ Encienda el televisor y seleccione en él el canal 3 o el 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de la videograbadora en
la posici6n correspondiente al canal seleccionado en el televisor.
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REPETICION AUTOMATICA DE
LA REPRODUCCION

La videograbadora tiene la funcién de repeticién automdtica que le
permite repetir una cinta indefinidamente sin pulsar el botén PLAY.

Asegiirese de insertar una cinta pregrabada.
1) Pulse el botén MENU hasta que aparezca el mend AJUSTE VCR.

2) Pluse el botén PLAY/A o STOP/V¥ para indicar "AUTOREPE-
TIR".

3) Pulse el botén F.FWD/ para que [ON] aparezca a continuacién
de "AUTOREPETIR" en la pantalla del televisor.
En el modo de parada, el modo de repeticién de reproduccidn se
iniciard automaticamente. Si el meny en pantalla permanece toda-
via, pulse el botén RESET/EXIT para salir del mend.

® Una vez seleccionado el modo de repeticién automdtica de la re-

produccién, éste permanecer4 ajustado incluso después de apagar
la videograbadora.

® El botén COUNTER MEMORY no funcionar4 si el modo de repe-
ticién automética de la reproduccion estd en [ON]. En este caso, pon-
ga el modo de repetici6n automdtica de la reproducci6n en [OFF].

® Para detener la reproduccién, pulse el botén STOP.
PARA SALIR DEL MODO DE REPETICION AU TOMATICA

Repita los pasos [1] y [2], y pulse el botén EFWD/M. [ON] desapa-
recerd del mend. Luego, pulse el botén RESET/EXIT para volver al
modo del televisor.

Interrupcién en la alimentacién:

Si hay una interrupcién en la alimentacién de mds de 30 segundos,
1a repetici6n automética de la reproduccion se desactivard.

REPRODUCCION DE VIDEOCASETES DE
ALQUILER

Esta funcién le permitird mejorar la calidad de la imagen cuando re-
produzca videocasetes gastados como, por ejemplo, los de alquiler.

® Laseleccion ON u OFF deberi realizarse durante la reproduccion.
1) Inicie la reproduccién.
2) Pulse el botén MENU hasta que aparezca el menii ATUSTE VCR.
3) Pulse el botén PLAY/A o STOP/V para indicar "CINTAS".
4) Pulse el botén FFWDM# para que aparezca "CINTAS ON".

® Una vez seleccionado el modo de videocasetes de alquiler, éste per-
manecer4 ajustado incluso después de apagar la videograbadora.

® Para detener la reproduccién, pulse el botén STOP.

PARA SALIR DEL MODO DE REPRODUCCION DE
VIDEOCASETES DE ALQUILER

Repitalos pasos [1] a [3], y pulse el botén FFWD/» para que aparezca
"CINTAS OFF".
Interrupcion en la alimentacion:
Si hay una interrupcién en la alimentacién de més de 30 segundos,
la reproduccion de videocasetes de alquiler se desactivara.

BUSQUEDA CON INDICE

Esta caracterfstica proporciona un método de indizacién del punto de
inicio, para volver a él facilmente tanto en el modo de avance rdpido
como en el de rebobinado.
® [ amarcaindice se hard autométicamente cuando se pulse el botén REC.
También se marcar4 en el punto de inicio de una grabacién con tempo-
rizador, OTR y grabacién mediante enlace automético con satélite.
@ [ a marca indice no se grabar4 si se pulsa el botén PAUSE/STILL
y luego se suelta durante la grabacion.
® E| tiempo entre marcas indices en la cinta deber4 ser superior a 1
minuto para la grabacién SP y 3 minutoes para la grabacién SLP.

- 40 -

Ejemplo:

Usted est4 viendo el programa niimero 4 y desea avanzar répidamente

al programa nimero 7. Usted debe saltarse tres programas.

@ Usted puede elegir el modo de bisqueda de indice pulsando el
botén INDEX SEARCH del mando a distancia. Luego conti-
niie con el paso [3].

1) Pulse el botén MENU hasta que aparezca el mentit BUSCAR.

2) Pulse el botén PLAY/A o STOP/V para indicar a "BUSCA HA-
CIA INDICE". Luego, pulse ¢l botén FFWD/».

3) Pulse el bot6n PLAY/A o STOP/V hasta que aparezca el nimero
de programa que desee omitir. (Ejemplo: "03" para 3 programas)

@ Elmodo de biisqueda con indice se cancelard si los procedimientos
no se activan en 30 segundos.

4) Pulse el botén REW o F.FWD. La videograbadora empieza a re-
bobinar o avanzar rdpidamente la cinta hasta el comienzo del pro-
grama deseado.

NOTA: Cada vez que se omita una sefial {ndice, el nimero del
indicador de programas disminuir4 en uno.

5) Cuando se alcance el programa preajustado, la videograbadora ini-
ciard la reproduccion automdticamente.

® Para que esta funcion se active es necesario que haya un videoca-
sete introducido en la videograbadora.

@ El niimero de bisquedas con indice puede ajustarse a un maximo de 20.

® Esta funcion no se activard en el modo de grabacion.

® Cuando desee cancelar la biisqueda con indice mientras se realiza
ésta, pulse el botén STOP.

BUSQUEDA RAPIDA

Esta funci6n le permite buscar y confirmar el contenido del(de los)
programas grabados usando las marcas indice.
La videograbadora inicia el avance rdpido seleccionando esta funcion.
Cuando la videograbadora encuentre el comienzo del programa (la
marca indice), la videograbadora empezaré a reproducir la cinta de
video a alta velocidad durante 30 segundos. Luego, volverd al modo
de avance rpido hasta llegar al comienzo del siguiente programa. La
videograbadora repite esta operacién hasta el final de la cinta.
En cuanto a la marca indice, consulte la seccién "BUSQUEDA CON
INDICE".
® [ a cinta debe bobinarse completamente.
® Usted puede iniciar la basqueda rapida pulsando el boton
QUICK-FIND del mando a distancia. También podr4 iniciar la
busqueda répida con el procedimiento siguiente:
1) Pulse el botén MENU hasta que aparezca el meni BUSCAR.
2) Confirme que se sefiale "BUSQUEDA RAPIDA" y luego pulse el
botén F.FWD/M. La videograbadora iniciar4 la bisqueda rédpida.

PARA SALTAR AL COMIENZO DEL SIGUIENTE
PROGRAMA

Pulse el botén QUICK-FIND del mando a distancia.

PARA VER A LA VELOCIDAD NORMAL

Pulse el botén PLAY. La biisqueda répida se cancelar4.

® Para que esta funci6n se active es necesario que haya un videoca-
sete introducido en la videograbadora.

® Esta funcién no se activard en el modo de grabacién.

@ Cuando desee cancelar la bisqueda rdpida mientras se realiza ésta,
pulse el botén STOP.

® Cuando se llegue al final de la cinta durante la bisqueda rdpida, la
cinta se rebobinar4 automaticamente hasta el principio. Después
de terminado el rebobinado, la videograbadora expulsar4 la cinta
y se apagard a s{ misma.

ES
8120



BUSQUEDA CON TIEMPO

La funcién de bisqueda con tiempo permite avanzar rdpidamente la
cinta hasta la posicion deseada introduciendo simplemente €l tiempo
de reproduccién exacto que usted desea omitir.
Ejemplo: Para ver un programa ubicado a 2 horas y 50 minutos de la
posici6n actual, en ambos sentidos.
® Usted puede elegir el modo de biisqueda con tiempo pulsando
el botén TIME SEARCH del mando a distancia. Luego conti-
nie con el paso [3].
1) Pulse el botén MENU hasta que aparezca el menti BUSCAR.
2) Pulse el botén PLAY/A o STOP/V paraindicar "BUSCA HACIA
HORA". Luego, pulse el botén FFWD#».
3) Pulse el botén PLAY/A o STOP/V hasta que aparezca el tiempo
deseado. ("2:50" significa 2 horas y 50 minutos)
® Elmodo de bisqueda de tiempo se cancelard silos procedimientos
no se activan en 30 segundos.
4) Pulsando el botén REW o F.FWD, la videograbadora rebobinard
o avanzar4 rdpidamente la cinta hasta el punto especificado.
El tiempo se va reduciendo segtin se realiza la bisqueda.
5) Lareproduccién empieza autométicamente cuando se llega a 0:00.
® Para que esta funci6n se active es necesario que haya un videoca-
sete introducido en la videograbadora.
® La bisqueda con tiempo puede ajustarse a un méximo de 9 horas
y 59 minutos (9:59).
® Esta funci6n no se activard en el modo de grabacién.
® Cuando desee cancelar la bisqueda con tiempo mientras se realiza
ésta, pulse el botén STOP.

GRABACION

® Consulte las conexiones que esti utilizando, en la pagina 36 de "'CO-
NEXIONES DE ANTENA/CABLE" antes de continuar.

® Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.

® Encienda el televisor y seleccione en €l el canal 3 o el 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de la videograbadora en
la posicién correspondiente al canal seleccionado en el televisor.

® Inserte un videocasete con su lengiieta de prevencién de borrado
en su lugar. (Si es necesario, rebobine o avance rédpidamente la
cinta hasta el punto donde desee iniciar la grabaci6n.)

VISION Y GRABACION DEL MISMO PRO-
GRAMA

1) Pulse los botones numerados del mando a distancia o el boton

CHANNEL A o V¥ para seleccionar el canal que vaya a grabar.
NOTA:
Si tiene un sintonizador de TV por cable o un receptor de emisiones
via satélite conectado a esta videograbadora, consulte "CONE-
XIONES DE ANTENA/CABLE" en la p4gina 36 antes de pasar
al paso siguiente.

2) Pulse el botén TAPE SPEED de la videograbadora para selec-
cionar la velocidad deseada (SP/SLP).

3) Pulse el botén RECORD para iniciar la grabacién. El indicador
REC de la videograbadora se encenderd.

NOTA:

El botén RECORD del mando a distancia no funcionard si se encuentra

activado cualquier mend en la pantalla del televisor. Pulse el bot6n

RESET/EXIT para cancelar el mend. Luego, pulse el botén RECORD.
4) Pulse el botén STOP cuando termine la grabacion.

SALTO DE ESCENAS NO DESEADAS
DURANTE LA GRABACION

Pulse el botén PAUSE/STILL para detener temporalmente la grabacién.
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Pulse el botén PAUSE/STILL o el botén RECORD para reanudar la

grabacién.

NOTA:
Cuando la videograbadora esté en el modo de pausa fija, usted
podr4 ver el tiempo restante mediante las marcas Ml de la pantalla
del televisor. Cada marca M representa un minuto. Después de
cinco minutos, la videograbadora se pondr4 autométicamente en
el modo de parada para impedir que se estropee la cinta. Cuando
s6lo quede 1 minuto parpadeard una marca M.

GRABACION DE UN PROGRAMA
MIENTRAS SE VE OTRO

Podré grabar un programa mientras ve otro. Para iniciar la grabacién,

siga los pasos [1] a [3] de "VISION Y GRABACION DEL MISMO

PROGRAMA".

Para seleccionar el canal que desee ver en el televisor, siga los pasos

de abajo.

NOTA:
Si tiene un sintonizador de TV por cable o un receptor de emi-
siones via satélite conectado a esta videograbadora, consulte
"CONEXIONES DE ANTENA/CABLE" en la pigina 36 an-
tes de pasar al paso siguiente.

4) Pulse el botén VCR/TV para que desaparezca el indicador
VCR/TV en la videograbadora.

5) Seleccione en el televisor el canal que desee ver.

PARA COMPROBAR EL PROGRESO DE SU
GRABACION

1) Pulse el botén VCR/TV para que se encienda el indicador
VCR/TV en la videograbadora.

2) Encienda el televisor y seleccione en él el canal 3 o el 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de la videograbadora en
la posici6n correspondiente al canal seleccionado en el televisor.

OTR (Grabacion de un toque)

Esta funci6n le permite establecer la duracién de la grabacién pulsando
simplemente el botén REC/OTR de la videograbadora.
©® Consulte las conexiones que esté utilizando, en la pagina 36 de '"CO-
NEXIONES DE ANTENA/CABLE" antes de continuar.
® No se puede utilizar el mando a distancia para esta funcién.

® Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos.

® Encienda el televisor y seleccione en él el canalencendidos. 3 o el 4.
Ahora ponga el conmutador CH3/CH4 del panel trasero de la video-
grabadora en la posici6n correspondiente al canal seleccionado en el
televisor.

@ Inserte un videocasete con su lengiieta de prevencién de borrado
en su lugar. (Si es necesario, rebobine o avance rdpidamente la
cinta hasta el punto donde desee iniciar la grabacié6n.)

NOTA:
Si tiene un sintonizador de TV por cable o un receptor de emisiones
via satélite conectado a esta videograbadora, consulte "CONE-
XIONES DE ANTENA/CABLE" en la pégina 36 antes de pasar
al paso siguiente.

1) Pulse los botones numerados del mando a distancia o el botén
CHANNEL A o ¥ para seleccionar el canal que vaya a grabar.

2) Pulse el botén TAPE SPEED para seleccionar la velocidad desea-
da de la cinta (SP/SLP).

3) Pulse el botén REC/OTR de la videograbadora tantas veces como
sea necesario.
La duracién de la grabacién se determinard mediante el nimero
de veces que se pulse el botén REC/OTR.
El tiempo de grabacién aumentard 30 minutos cada vez que se
pulse el botén. Se puede establecer un méximo de 8 horas.
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® La grabacién empieza inmediatamente cuando se pulsa el bot6n
REC/OTR, tanto si estd viendo el mismo canal u otro diferente.

® Cuando el botén REC/OTR se pulse 18 veces, la videograbadora
volverd al modo de grabacién normal.

@ Para detener la operacién OTR, pulse el botén STOP de la video-
grabadora o del mando a distancia.

® Para mostrar el tiempo restante, pulse el botén DISPLAY del man-
do adistancia para que "OTR" aparezca en la pantalla del televisor.
(Se mostrard momenténeamente y luego desaparecer4.)

® La grabacién cesa cuando se alcanza 0:00.

® Tenga en cuenta que en el modo SLP, el tiempo méximo de grabacién,
suponiendo que la cinta empieza al principio, es de 8 horas cuando se
utiliza una cinta T-160 (o 6 horas cuando se utiliza una cinta T-120).

® E] televisor conectado a su videograbadora puede estar encendido
o apagado durante la OTR.

® Si se termina la cinta antes del tiempo ajustado para la finalizacién,
la videograbadora se pondr4 inmediatamente en el modo de para-
da, expulsard el videocasete y desconectara la alimentaci6n.

GRABACION CON TEMPORIZADOR

GRABACION AUTOMATICA CON
TEMPORIZADOR

Podr4 ajustar la videograbadora para que inicie y finalice la grabacién
mientras usted esté ausente.

Podré establecer siete programas para grabarlos en dfas especificos,
diaria o semanalmente, dentro de un periodo de 1 afio.

® Consulte las conexiones que est4 utilizando, en la pagina 36 de
"CONEXIONES DE ANTENA/CABLE" antes de continuar.

@ Utilice el mando a distancia para este procedimiento.

® Asegiirese de que los indicadores POWER y VCR/TV estén en-
cendidos para programarla.

® Encienda el televisor y seleccione en él el canal 3 o el 4. Ahora
ponga el conmutador CH3/CH4 del panel trasero de la videogra-
badora en la posicién correspondiente al canal seleccionado en el
televisor.

® El reloj debe marcar la hora y la fecha correctas antes de ajustar el
temporizador.

@ Inserte un videocasete con su lengiieta de prevencién de borrado
en su lugar. (Si es necesario, rebobine o avance rdpidamente la
cinta hasta el punto donde desee iniciar la grabaci6n.)

Evite la superposicién de programas...
Puede darse el caso de que no sea ejecutado un programa. Cuando se
superpongan programas:
® El programa que empieza mds temprano tiene prioridad.
® Una vez terminado el programa temprano, los programas poste-
riores empezardn a ser grabados en orden.

1) Pulse el botén MENU para que aparezca el meni PROGRAMAR.

NOTA:
Si no ha ajustado el reloj todavia aparecerd "AJUSTE RELOJ".
Eneste caso, siga los pasos [2] a [8] de "PUESTA EN HORA DEL
RELOJ" de la pdgina 38. Luego, prepare la grabacién con tempo-
rizador.

2) El nimero de programa no establecido parpadea.
Pulse el botén PLAY/A o STOP/V hasta que aparezca el nimero
del programa deseado. (Ejemplo: 1)
Luego, pulse el boton FFWD#»>.

3) Para una grabacion:
Confirme que se indique "NORMAL" y luego pulse el botén
F.FWDM».
Para la grabacion diaria:
Para grabar un programa de TV a la misma hora y en el mismo
canal desde el lunes hasta el viernes.
Pulse el botén PLAY/A o STOP/V para indicar "DIARIO", y
luego pulse el botén FFWD/».
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Para la grabacion semanal:
Para grabar un programa de TV alamisma hora'y en el mismo canal
todas las semanas.(Ejemplo: cada lunes en el canal 7 a las 5:00 PM)
Pulse el bot6n PLAY/A o STOP/V para indicar "SEMANAL", y
luego pulse el botén FFWD/».

® Podr4 pasar al paso siguiente pulsando el botén FFWD# en los
pasos [4] a[10].

® Podré pasar al paso anterior pulsando el botén REW/<« en los
pasos [2] a [10].

4) Primero, pulse el botén PLAY/A o STOP/WV hasta que aparezca

el mes deseado.

(Por ejemplo: "05" para marzo)

A continuacién, pulse el botén FFWD#».

Luego, pulse el botén PLAY/A o STOP/V hasta que aparezca el
dia deseado, y luego pulse el botén F.FWD/#. (Por ejemplo: "06"
para sexto)

5) Pulse el botén PLAY/A o STOP/V hasta que aparezca la hora
deseada. (Por ejemplo: 07)

A continuacién, pulse el botén FFWD#».

6) Pulse el botén PLAY/A o STOP/V hasta que aparezca el minuto

deseado. (Por ejemplo: 30)

A continuacién, pulse el botén FFWD#».

Luego, pulse el botén PLAY/A o STOP/V para indicar "AM" o
"PM". (Por ejemplo: PM) Luego puise el botén F.FWD#>.

7) Pulse el botén PLAY/A o STOP/V hasta que aparezca la hora
deseada. (Por ejemplo: 08)

A continuacién, pulse el botén FFWD#».

8) Pulse el botén PLAY/A o STOP/V hasta que aparezca el minuto
deseado. (Por ejemplo: 30)

A continuacién, pulse el botén FFWD#»>.

Luego, pulse el botén PLAY/A o STOP/V para indicar "AM" o
"PM". (Por ejemplo: PM) Luego pul-
se el botén FFWDM».

9) Pulse el botén PLAY/A o STOP/V
hasta que aparezca el nimero de ca-
nal deseado. (Por ejemplo: 16)

A continuacién, pulse el bot6n
F.FWDM».

©® Antes de introducir el nimero de canal, consulte "CONEXIO-
NES DE ANTENA/CABLE" en la pigina 36 si tiene un sinto-
nizador de TV por cable o un receptor de emisiones viasatélite.

10) Pulse el botén PLAY/A o STOP/V hasta que aparezca la veloci-
dad de la cinta deseada. (Por ejemplo: SP)

11) Pulse el botén F.FWDM . El programa 1 queda ahora completado.

® Para establecer otro programa, repita los pasos [2] a [11].
® Pulse el botén RESET/EXIT para volver al modo original.

12) Pulse el botén POWER para desconectar la alimentaci6n. El indi-
cador TIMER de la videograbadora se encendera.

® Consulte "CONSEJOS PAPA LA GRABACION CON TEMPO-
RIZADOR" en la pagina 42 para obtener mds informacion.

CONSEJOS PARA LA GRABACION CON
TEMPORIZADOR

PROGRAMA NORMAL

NUMERO DE PRG. 1
FECHA 05/08 JUE
HORA INICIO 07:30 PM
HORA FINAL :30

PM
CANAL &
VELOCIDAGm SP
P

® Si hay una interrupci6n en la alimentacién o la videograbadora se
desenchufa durante més de 30 segundos, el ajuste del reloj y todos
los ajustes del temporizador se perderan.

® Si se termina la cinta antes de la hora ajustada para la finalizacién,
la videograbadora se pondr4 inmediatamente en el modo de para-
da, expulsari el videocasete y desconectar4 la alimentaci6n. El
indicador TIMER parpadear4.

® Si no hay una cinta en la videograbadora o la lengiieta de protec-
cién contra el borrado ha sido quitada, el indicador TIMER parpa-
dear4 y la grabaci6n con temporizador no se podr4 hacer. Inserte
una cinta grabada.

® E] televisor que esté conectado a su videograbadora podrd encen-
derse o apagarse cuando la videograbadora esté en el modo de
grabacién con temporizador.
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EXTENSION DE PROGRAMAS DE
TEMPORIZADOR

Para cambiar el horario de un programa de temporizador.

1) Conecte la alimentacién. Luego, pulse el botén MENU.

2) Seleccione un nimero de programa que desee avanzar utilizando
el bot6n PLAY/A o STOP/V. Los detalles del programa seleccio-
nado aparecen en la pantalla del televisor.

3) Pulse el botén RECORD del mando a distancia mientras un niime-
ro de programa est4 parpadeando.

Cada vez que se pulse este bot6n, el tiempo de iniciar/finalizar la
grabaci6n avanzaré por 10 minutos. Se puede establecer un méxi-
mo de 24 horas.

Cuando la grabaci6n ya estd en curso, el tiempo de finalizar la
grabacién avanzaré por 10 minutos cada vez que se pulse el botén.
Se puede establecer un maximo de 23 horas y 50 minutos a partir
de la hora de inicio. En ese caso, la velocidad de grabacién se fijard
al modo SLP.

Si desea cancelar durante el ajuste, pulse el botén PAUSE/STILL
del mando a distancia. El tiempo de grabacién vuelve al modo
original.

4) Pulse el bot6n RESET/EXIT para salir del ment de ajuste.

NOTAS:

@ Se puede cambiar s6lo el horario de un programa de temporizador.

® Cuando se pulse el botén PAUSE/STILL para cancelar el ajuste
mientras la grabaci6n ya estd en curso, la grabaci6n se realiza en
el modo SLP.

PARA CORREGIR UN PROGRAMA DE TEMPORI-

ZADOR AUTOMATICO

1) Conecte la alimentacién.

2) Repita los pasos [1] a [3] de la pagina 42.

3) Vaya al digito que desee cambiar utilizando el botén FFWD# o
REW/«.

4) Introduzca los nimeros correctos utilizando el botén PLAY/A o
STOP/V.

5) Pulse el botén RESET/EXIT para volver al modo original.

6) Pulse el botén POWER para volver al modo de espera del tempo-
rizador.

PARA PARAR UN PROGRAMA DE TEMPORIZA-
DOR AUTOMATICO INICIADO

Pulse el botén STOP/EJECT de la videograbadora.

NOTA: El botén STOP del mando a distancia no funcionar4 en el
modo de grabaci6n automdtica con temporizador.

PARA CANCELAR O COMPROBAR LA HORA DE
INICIO/FINALIZACION

1) Conecte la alimentacién. Luego, pulse el botén MENU.

2) Seleccione el niimero de programa que desee comprobar utilizan-
do el botén PLAY/A o STOP/V. Los detalles del programa selec-
cionado aparecen en la pantalla del televisor.

Podr4 cancelar todo el programa pulsando el botén REW/<.

3) Pulse el botén RESET/EXIT para volver al modo original.

RETORNO AUTOMATICO

Cuando terminen todas las grabaciones con temporizador (el indicador
TIMER de la videograbadora parpadea), la videograbadora rebobinar4
la cinta autométicamente hasta el comienzo del (de los) programa(s)
grabado(s).
OPERACION MANUAL
Cuando terminen todas las grabaciones con temporizador, pulse pri-
mero el botén AUTO RETURN de la videograbadora. La videograba-
dora se encender4 y rebobinar4 la cinta.
@ Si pulsa cualquier botén de la funcién de cinta antes de pulsar el
botén AUTO RETURN, el retorno automético no se llevaré a cabo.
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OPERACION AUTOMATICA (del ment)
1) Pulse el botén POWER para encender la videograbadora.
2) Pulse repetidamente el botén MENU para que aparezca el mend
AJUSTE VCR.
3) Pulse el botén PLAY/A o STOP/V para indicar "REBOB AUT".
4) Pulse el botén FFWDM para que [AUTO.] aparezca al lado de
"REBOB AUT".
Para salir de la programacién de retorno automético, pulse el botén
F.FWDM para que [AUTO.] desaparezca del mend.
5) Pulse el botén RESET/EXIT para volver al modo original.
NOTA: Si queda algiin programa de temporizador para una gra-
bacién, grabacién diaria o grabacién semanal, o después de la gra-
bacién mediante enlace automético con satélite, esta funcién no se
activardi.
Si programa varias grabaciones de temporizador pero desea activar €l
retorno automético cuando sélo algunas de las grabaciones han termi-
nado, pulse primero el botén POWER para encender la videograbado-
ra y luego pulse el botén AUTO RETURN. La videograbadora
rebobinari la cinta hasta el principio de los programas.

PARA VER EL PROGRAMA GRABADO

Pulse el botn POWER para encender 1a videograbadora. Luego, pulse
el bot6n PLAY.

ENLACE AUTOMATICO CON SATELITE
UTILIZANDO SINTONIZADOR DE
SATELITE (No suministrado)

Cuando la videograbadora reciba las sefiales procedentes de su sinto-
nizador de emisiones via satélite utilizando las tomas de entrada de
audio/video de su panel trasero, la videograbadora se encenderd ella
misma y grabard. Luego, cuando no haya sefiales, la videograbadora
se parard y se apagar4 ella misma automdticamente. Si su sintonizador
de emisiones via satélite tiene la EPG (guia electrénica de programas),
usted podr4 hacer grabaciones de temporizador con ella. Para conocer
detalles, consulte el manual de instrucciones de su sintonizador de
emisiones via satélite. Ademds, necesitard seguir los pasos de abajo
para la videograbadora.
® Conecte las tomas de entrada de audio/video del panel trasero de
la videograbadora a las tomas de salida de audio/video del sinto-
nizador de emisiones via satélite.
® Pulse el botén TAPE SPEED de la videograbadora para seleccio-
nar la velocidad de cinta deseada (SP/SLP).
® El reloj debe marcar la hora y la fecha correctas antes de ajustar el
temporizador.
® Inserte una videocinta con su lengiieta de proteccién contra el bo-
rrado en su lugar. (Si es necesario, rebobine o avance rdpidamente
la cinta hasta el punto donde desee iniciar la grabacién.)

Notas para ver o grabar un programa usando su sintonizador de

emisiones via satélite conectado a la videograbadora:

® Siel programa de emisién tiene la proteccién contra copiado, usted
tal vez no pueda grabar claramente.

® Cuando grabe un programa utilizando la caracterfstica de enlace
automdtico con satélite, el comienzo (unos pocos segundos) de un
programa tal vez no se grabe.
1) Ponga el programa que va a grabar en el sintonizador de emisiones
via satélite. Consulte el manual de instrucciones de su sintonizador
de emisiones via satélite.
2) Pulse el bot6n MENU hasta que aparezca el meni AJUSTE VCR.
3) Confirme que se sefiale a "ENLACE SAT.".
Luego pulse el botén FFWDM. La hora actual aparece al lado de
"ENLACE SAT." en la pantalla del televisor.

® Si usted ponga la videograbadora inmediatamente en un modo de
espera del enlace automdtico con satélite, pulse el botén F. FWD#»
de nuevo, luego pase al paso 6.
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® Sj usted vea el programa del sintonizador de emisiones via satélite
hasta el tiempo de inicio para el enlace automdtico con satélite,
pase al paso 4.
® Siusted no haya puesto todaviaen horael reloj, "AJUSTE RELOJ"
aparece. Eneste caso, siga los pasos [2] a [8] de 1a pdgina 38. Luego
establezca la grabaci6én con temporizador.
4) Pulse el botén PLAY/A o STOP/V hasta que aparezca la hora
deseada (AM o PM).
A continuaci6n, pulse el botén FFWD#»>.
5) Pulse el botén PLAY/A o STOP/V hasta que aparezca el minuto
deseado.
NOTA: Podri pasar al paso anterior pulsando el botén REW/<&.
6) Pulse el botén FFWDA».
Después de algunos segundos, la videograbadora se apagard y el
indicador TIMER de la videograbadora se encendera.
® Para salir de un modo de espera del enlace automdtico con satélite, pulse
el botén POWER para encender la videograbadora. En este caso, el
ajuste del enlace automético con satélite se cancelard autométicamente.
® Cuando detenga una grabacién del enlace automético con satélite
mientras ésta se est4 realizando, pulse el botén STOP/EJECT de
la videograbadora. En este caso, el ajuste del enlace automdtico
con satélite se cancelar4 automdticamente.
® Existe la posibilidad de que no se realice correctamente una gra-
bacién cuando se superponga otra grabaci6én con temporizador. Si
el tiempo de inicio para el enlace automético con satélite coincide
con una grabacién con temporizador, la grabacién con temporiza-
dor tendr prioridad.

COPIADO DE UNA VIDEOCINTA

Podr4 hacer copias de videocintas grabadas por amigos o familiares y
disfrutar de ellas.

Advertencia: La grabacién sin autorizacién de videocintas protegi-

das por derechos de autor puede infringir las leyes relacionadas con

tales derechos.

Conecte la videograbadora(esta unidad) de edicién (grabacién), otra

videograbadora fuente (reproduccién) y su televisor utilizando el dia-

grama siguiente.

NOTA:

® Podré utilizar las tomas de entrada de audio y video del panel

frontal de la grabadora de edicién (grabacién) en lugar de utilizar
las tomas del panel trasero.

Consulte la figura 9 de la pagina 28. |

1) Inserte una videocinta grabada en la videograbadora fuente (repro-
duccién).

2) Inserte una videocinta virgen, o una sobre la que desee grabar, en
la videograbadora de edicién (grabacién).

3) Pulse el botén TAPE SPEED de la videograbadora de edicién (gra-
bacion) para seleccionar la velocidad de grabacion deseada
(SP/SLP).

4) Seleccione la posicién "L1" o "L2" en la videograbadora de edicion
(grabaci6n). Consulte la pagina 37, "Conexién a las tomas de entra-
da".

S) Pulse el botén REC de la videograbadora de edicién (grabacion).

6) Empiece a reproducir la cinta de la videograbadora fuente (repro-

duccién).

® Para obtener los mejores resultados del copiado, utilice los contro-
les del panel frontal de la videograbadora siempre que sea posible.
El mando a distancia puede afectar a la operacion de la videogra-
badora de reproduccién.

® Utilice siempre cables de video apantallados de alta calidad con
conectores tipo RCA. Los cables de audio estdndar no son reco-
mendados.

® Podr utilizar un reproductor de discos de video, un receptor de
emisiones via satélite u otro componente de audio/video con sali-
das A/V en lugar de la videograbadora de reproduccién.

® Silaimagen y el color aparecen y desaparecen, puede que usted
esté copiando una cinta de video protegida contra el copiado.

PARA COMPROBAR LA GRABACION

1) Encienda el televisor y seleccione en él el canal 3 o el 4. Ahora ponga
el conmutador CH3/CH4 del panel trasero de 1a videograbadora en
la posici6n correspondiente al canal seleccionado en el televisor.

2) Pulse el botén VCR/TV de la videograbadora de edici6n (grabacién)
para que se encienda el indicador VCR/TV de la videograbadora.

VISUALIZACION EN PANTALLA

NOTA: El indicador VCR/TV de la videograbadora deber4 estar en-
cendido.
® Para comprobar el nliimero del contador, la indicacién del re-
loj y el niimero del canal, pulse el botén DISPLAY del mando a
distancia. Cada vez que pulse el botén DISPLAY, la pantalla del
televisor cambiar4.
® Es normal que la visualizaci6n de estado (STOP, PLAY, etc.) y la
visualizacién de velocidad de cinta (SP, LP (s6lo reproduccién) o
SLP) desaparezcan después de 5 segundos.

FUNCIONES ESPECIALES
CONTADOR DE CINTA DE TIEMPO REAL

® El contador muestra el tiempo de grabacién o reproduccién trans-
currido en horas, minutos y segundos. (El tiempo visualizado no
cambiar4 durante las partes en blanco de la cinta.)

® La indicaci6n "-" aparecer4 cuando la cinta se rebobine mds alld
de "0:00:00" en el contador de cinta.

REBOBINADO AUTOMATICO

Cuando llegue el final de una cinta durante la grabaci6n, la reproduc-
ci6n o el avance rdpido, la cinta se rebobinard autométicamente hasta
el principio. Después de terminar de rebobinarse la cinta, la videogra-
badora expulsar4 la cinta y se apagard autom4ticamente.

® La cinta no se rebobinard automdticamente durante la grabacién
con temporizador o la grabacién de un toque.

® Cuando se active lamemoria del contador, la cinta se rebobinar4 hasta
MO0:00:00 y la videograbadora se pondr4 en el modo de parada.
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GUIA PARA LOCALIZACION Y SOLUCION DE PROBLEMAS

Si ha seguido las instrucciones de este manual y tiene dificultades al utilizar su videograbadora, localice el PROBLEMA en la columna de la
izquierda de la tabla de abajo. Consulte la columna MEDIDA CORRECTIVA correspondiente para solucionar el problema.

PROBLEMA MEDIDA CORRECTIVA
No se enciende la unidad. Asegiirese de que el cable de alimentaci6n esté conectado a una toma de CA.
Asegirese de que la alimentacién esté conectada.
Asegiirese de que la grabacién con temporizador esté correctamente establecida.
Asegiirese de que la alimentacién esté desconectada.
Asegiirese de que el reloj de la videograbadora esté bien ajustado.

Aseglirese de que el videocasete tenga una lengiieta de prevencién de borrado. En caso
de ser necesario, tape el agujero con cinta adhesiva.

No se puede grabar con temporizador.

No se puede activar el modo de grabacién.

La imagen de reproduccion tiene ruido. ® Ajuste el control de seguimiento para obtener una imagen mejor utilizando el botén
CHANNEL A o V¥ de la videograbadora.

No hay imagen de reproduccién, pero el ® Es necesario limpiar las cabezas. Consulte "LIMPIEZA AUTOMATICA DE LAS
sonido est4 bien. CABEZAS" abajo.
No hay imagen o ésta es de mala calidad ® Ponga su televisor en el modo de la videograbadora y/o pulse el botén VCR/TV para que
durante la reproducci6n. el indicador VCR/TV de la videograbadora se encienda.

® Haga la sintonizacién fina en su televisor.
No pueden verse los programas de TV. ® Vuelva a comprobar las conexiones ANT. IN y ANT. OUT. Consulte la p4gina 36.

® Ponga su televisor en el modo del televisor y/o pulse el botén VCR/TV para que el
indicador VCR/TV de la videograbadora desaparezca.

El mando a distancia por infrarrojos no ® Asegirese de que el cable de alimentacion de CA esté conectado a una toma de CA.
controla la unidad. . : -
® Compruebe las pilas del mando a distancia.

La imagen o el color aparecen y desaparecen | ® Usted no puede copiar una videocinta con derechos de autor. Se ahora encuenta con la
gradualmente al copiar una videocinta. protecion contra el copiado.

MANTENIMIENTO

SERVICIO

Si no funciona su videograbadora, no intente corregir el problema usted mismo. No hay partes en el interior de unidad que el usuario deba
reparar. Apague la videograbadora, desenchufe el cable de alimentacién y llame nuestra linea de ayuda al 1-800-242-7158 para localizar un
centro de servicio autorizado.

LIMPIEZA DEL EXTERIOR

® Limpie el panel frontal y otras superficies exteriores de la videograbadora con un pafio suave humedecido en agua templada y bien escurrido.

® Nunca utilice un disolvente o alcohol. No rocie liquido insecticida cerca de la videograbadora. Tales productos quimicos pueden estropear
y descolorar las superficies expuestas.

LIMPIEZA AUTOMATICA DE LAS CABEZAS

® ] as cabezas se limpian automdticamente, para que usted pueda disfrutar de una imagen clara, al insertar o extraer un videocasete.

® [ .aimagen de reproduccién puede emborronarse o interrumpirse mientras que la recepcién de un programa de TV es clara. La suciedad
acumulada en las cabezas de video después de largos periodos de utilizacién o las videocintas de alquiler o desgastadas pueden causar este
problema.
Si aparece una imagen con franjas o efecto de nieve durante la reproduccicn, las cabezas de su videograbadora tal vez necesiten ser limpiadas.

1. Acuda a su tienda de productos de audio/video y adquiera un limpiador de cabezas de video VHS de buena calidad.

2. Siel limpiador de cabezas de video no soluciona el problema, llame nuestra linea de ayuda al 1-800-242-7158 para localizar un centro de servicio
autorizado.
NOTAS:

® Recuerde leer las instrucciones del limpiador de cabezas antes de utilizarlo.
® Limpie solamente las cabezas cuando se produzca algin problema.

® Diseiios y especificaciones estdn sujetos a cambios sin previo aviso y sin obligacién legal de nuestra parte.
® Si hay cualquiera diferencia entre los idiomas, el idioma implicito es inglés.
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FUNAI CORPORATION
LIMITED WARRANTY

Funai Corporation will exchange or repair this product, at its option, in the event of defect in materials or workmanship as follows:

EXCHANGE DURATION:

1-90 DAYS: FUNAI CORPORATION will exchange for a new unit without change for a period of ninety (90)
days from the date of original retail purchase.

91-365 DAYS: FUNAI CORPORATION will exchange for a factory-service-to-new-condition unit for a charge of
$49.00 for the period of ninety one (91) days to three hundred sixty five (365) days from the date of
original retail purchase.

REPAIR DURATION:

LABOR: FUNAI CORPORATION will provide the labor without charge for a period of ninety (90) days from
the date of original retail purchase.

PARTS: FUNAI CORPORATION will provide parts to replace defective parts without char%fefor a period of
one (1) year from the date of original retail purchase. Two (2) years for Picture Tube. Certain parts

are excluded from this warranty.
LIMITS AND EXCLUSIONS:

This warranty is extended only to the original retail purchaser. A purchase receipt or other proof of original retail purchase will be required together with
the product to obtain exchange or service under this warranty.

This warranty shall not be extended to any other person or transferee.

This warranty is void and of no effect if any serial numbers on the product are altered, replaced, defaced or missing. This FUNAI CORPORATION
Limited warranty applies only to product purchased and used in the United States.

This warranty only covers failures due to defects in material or workmanship, which occur during normal use. It does not cover damage which occurs in
shipment, or failures which are caused by repairs, alterations, or parts not supplied by FUNAI CORPORATION, or damage which results from accident,
misuse, abuse, mishandling, misapplication, alteration, faulty installation, improper maintenance, commercial use such as hotel, rental or office use of
this product, or damage which results from fire, flood, lightning or other acts of God.

THIS WARRANTY DOES NOT COVER PACKING MATERIALS, ANY ACCESSORIES (EXCEPT REMOTE CONTROL UNITS), ANY
COSMETIC PARTS, COMPLETE ASSEMBLY PARTS, DEMONSTRATION OR FLOOR MODELS.

FUNAI CORPORATION AND ITS REPRESENTATIVES OR AGENTS SHALL IN NO EVENT BE LIABLE FOR ANY GENERAL, INDIRECT
OR CONSEQUENTIAL DAMAGES ARISING OUT OF OR OCCASIONED BY THE USE OF OR THE INABILITY TO USE THIS PRODUCT.
THIS WARRANTY IS MADE IN LIEU OF ALL OTHER WARRANTIES INCLUDING THE WARRANTY OF MERCHANT ABILITY, AND
FITNESS FOR A PARTICULAR PURPOSE, THAT ARE HEREBY DISCLAIMED BY FUNAI CORPORATION AND ITS REPRESENTATIVES
OR AGENTS IN THE UNITED STATES.

ALL WARRANTY INSPECTIONS AND REPAIRS MUST BE PERFORMED BY A FUNAI AUTHORIZED CENTER. THIS WARRANTY IS
VALID WHEN THE PRODUCT IS DELIVERED PREPAID TO A FUNAI AUTHORIZED SERVICE FACILITY.

PRIOR TO RETURNING THIS PRODUCT TO THE FACTORY SERVICE CENTER FOR REPAIR, CONTACT THE FUNAI SERVICE DEPART-
MENT TO RECEIVE A RETURN FOR REPAIR AUTHORIZATION. ANY POSTAGE, INSURANCE, AND SHIPPING COSTS INCURRED IN
PRESENTING PRODUCT FOR REPAIR ARE THE SHIPPER’S RESPONSIBILITIES.

CAREFULLY PACK WITH PROPER PACKING MATERIALS, PREFERABLY IN THE ORIGINAL CARTON OR PACKING MATERIALS AND
CARTON OBTAINED FROM FUNAI CORPORATION.

ENCLOSE WRITTEN DOCUMENTATION DETAILING THE COMPLAINT. PLACE INSIDE THE CARTON OR IN A PACKING SLIP
ENVELOPE ON THE OUTSIDE OF THE CARTON.

A COPY OF THE ORIGINAL RETAIL PURCHASE RECEIPT MUST ACCOMPANY THE PRODUCT. IF NO PROOF OF PURCHASE IS
INCLUDED, THE WARRANTY WILL NOT BE HONORED.

IMPORTANT:

THIS LIMITED WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, YOU MAY HAVE OTHER RIGHTS THAT VARY FROM STATE TO
STATE, IF AT ANY TIME DURING THE WARRANTY PERIOD YOU ARE UNABLE TO OBTAIN SATISFACTION WITH THE EXCHANGE
OR REPAIR OF THIS PRODUCT, PLEASE CONTACT FUNAI CORPORATION.

ATTENTION:
FUNAI CORPORATION RESERVES THE RIGHT TO MODIFY ANY DESIGN OF THIS PRODUCT WITHOUT PRIOR NOTICE.
For information about your product, or for information on how to exchange or repair your product, telephone or write to the following:

FUNAI CORPORATION
Customer Service
100 North Street; Teterboro, NJ 07608
Telephone (800)242-7158

Printed in China 0OVMNO02189
H3800UD %% %%



